Bare Copper Conductor - Half Hard
BCC - HHD

Application

Construction
Conductor

Nominal Cross
Section Area

10
10
16
25
35
50
70
95
120
150
185
240
300
400

500

: Used for grounding system

: Circular stranded Half-Hard Copper Wire

Number/

Dia. Of Wire
1 2.80
1 3.50
7 1.35
7 1.70
7 2.10
7 2.50
19 1.80
19 2.10
19 2.50
19 2.80
37 2.25
37 2.50
61 2.25
61 2.50
61 2.89
61 3.23

Approx.
Overall
Diameter

2.80
3.50

4.05

6.30

7.50

9.00

10.50
12.50
14.00
15.75
17.50
20.25
22.50
26.00

29.10

Approx.
Weight of
Conductor

56
87
92

145
214
308
435
591
837

1,050

1,320

1,630

2,175

2,685

3,588

4,482

Specification : SPLN 41-4

DC
Resistance at
20°C Max.

2.8961
1.8545
1.8160
1.1452
0.7504
0.5296
0.3781
0.2778
0.1961
0.1563
0.1243
0.1007
0.0754
0.0611
0.0457

0.0366

Minimum Calculated

Breaking Load

217
333
347
546
824
1,158
1,605
2,166
3,044
3,714
4,724
5,799
7,788
9,560
12,665

15,729

22315}

3.40

5.36

8.08

11.36

15.76

21.25

29.86

36.43

46.34

56.89

76.40

93.78

124.24

154.30

Standard
Length

10,000
10,000
10,000
10,000
5,000
5,000
5,000
5,000
3,000
3,000
2,000
2,000
1,000
1,000
500

500



Application

Construction
Conductor

Standard Specification : SPLN 41-5

: Used for grounding system

: Circular stranded Hard Copper Wire

Bare Copper Conductor - Hard

Nominal Cross
Section Area

10
10
16
25
35
50
70
95
120
150
185
240
300
400

500

19

19

19

19

37

37

61

61

61

61

Number /
Dia. Of Wire

2.80
3.50
1.35
1.70
2.10
2.50
1.80
2.10
2.50
2.80
2.25
2.50
2.25
2.50
2.89

3.23

Approx.
Overall
Diameter

2.80
3.50
4.05
5.10
6.30
7.50
9.00
10.50
12.50
14.00
15.75
17.50
20.25
22.50
26.00

29.10

Approx.
Weight of
Conductor

56
87
92
145
214
308
435
591
837
1,050
1,320
1,630
2,175
2,685
3,588

4,482

DC Resistance
at 20°C Max.

2.8994
1.8565
1.8181
1.1465
0.7512
0.5302
0.3785
0.2781
0.1963
0.1565
0.1244
0.1008
0.0755
0.0611
0.0458

0.0367

Minimum Calculated

Breaking Load
275 26.97
420 41.20
436 42.77
691 67.78
1,040 102.02
1,457 142.93
2,009 197.08
2,734 268.20
3,831 375.82
4,701 461.16
5,979 586.53
7,298 715.93
9,857 966.97
12,032 1,180.33
16,079 1,577.34
19,810 1,943.36

BCC-H

Standard
Length

10,000
10,000
10,000
10,000
5,000
5,000
5,000
5,000
3,000
3,000
2,000
2,000
1,000
1,000
500

500
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