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SNI IEC 60502-1 : 2009
SPLN 43-8 : 1994
IEC 60502-1 : 2004

Conductor
Annealed plain copper round solid or round circular stranded 
according to SNI IEC 60228, SPLN 41-1

Extruded layer of Cross-Linked Polyethylene (XLPE)
complied with SNI IEC 60502 - 1 ; SPLN 41-9

Colour :  

Inner Covering / 
Extruded Polyvinyl Chloride (PVC), Black colour

Armour

Outer Sheath
The Outer Sheath shall be a layer of Extruded Polyvinyl 
Chloride (PVC) grade ST2 to IEC 60502-1, grade YM/2 to 
SPLN 41-2. Black colour.

 :

Special Features on Request :
re Resist Retardant Ca Resistance 

   Zero Halogen

Two layers of Galvanized steel tape helically 
applied.

Cu/XLPE/DSTA/PVC 0.6/1 kV (N2XBY)

Copper Conductor XLPE Insulated Galvanized Steel Tape Armour and PVC Sheathed Power Cable

- Yellow Strip Green, Light Blue, Brown, Black 
And Grey

Note : [re] Round solid conductor
   [rm] Circular stranded conductor
 
Packing : [D] Drum

No. of cores and 
Nominal thickness Overall 

Diameter
Weight of 

cable
DC Resistance

at 20 °C
Current Carrying
Capacity at 30 °C

Short circuit
current of 

conductor at 
1.0 sec

Standard
Delivery length 

Outer sheath (approx) (approx) In AIR In GROUND

sq.mm mm mm Kg/Km A kA m

5 x 1.5 re 0.7 1.8 17 450 1,121 27 21 0.26 1,000

5 x 1.5 rm 0.7 1.8 17 444 1,020 27 21 0.26 1,000

5 x 2.5 re 0.7 1.8 17 480 940 29 37 0.41 1,000

5 x 2.5 rm 0.7 1.8 17 473 842 29 37 0.41 1,000

5 x 4 re 0.7 1.8 18 554 784 39 47 0.64 1,000

5 x 4 rm 0.7 1.8 18 587 704 39 47 0.64 1,000

5 x 6 re 0.7 1.8 19 697 667 50 60 0.93 1,000

5 x 6 rm 0.7 1.8 20 738 590 50 60 0.93 1,000

5 x 10 re 0.7 1.8 21 992 538 69 79 1.53 1,000

5 x 10 rm 0.7 1.8 23 1,010 473 69 79 1.53 1,000

5 x 16 rm 0.7 1.8 26 1,388 392 101 91 2.41 1,000

5 x 25 rm 0.9 1.9 31 2,044 400 132 119 3.73 1,000

5 x 35 rm 0.9 2.1 34 2,649 348 156 148 5.16 1,000

5 x 50 rm 1.0 2.2 40 3,805 326 187 182 7.36 500
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SNI IEC 60502-1 : 2009
SPLN 43-8 : 1994
IEC 60502-1 : 2004

Conductor
Annealed plain copper round solid or round circular stranded 
according to SNI IEC 60228, SPLN 41-1

Extruded layer of Cross-Linked Polyethylene (XLPE)
complied with SNI IEC 60502 - 1 ; SPLN 41-9

Colour :   

Inner Covering / 
Extruded Polyvinyl Chloride (PVC), Black colour

Armour

Outer Sheath
The Outer Sheath shall be a layer of Extruded Polyvinyl 
Chloride (PVC) grade ST2 to IEC 60502-1, grade YM/2 to 
SPLN 41-2. Black colour.

 :

Special Features on Request :
re Resist Retardant Ca Resistance 

   Zero Halogen

Two layers of Galvanized steel tape helically 
applied.

- Black, with White printed number
- Black With Numbering + 1 Core Yellow Strip Green

Note : [re] Round solid conductor
   [rm] Circular stranded conductor
 
Packing : [D] Drum

Copper Conductor XLPE Insulated Galvanized Steel Tape Armour and PVC Sheathed Control Cable

Cu/XLPE/DSTA/PVC 0.6/1 kV (N2XBY)

No. of cores and 
Nominal thickness Overall 

Diameter
Weight of 

cable
DC Resistance

at 20 °C
Current Carrying
Capacity at 30 °C

Short circuit
current of 

conductor at 
1.0 sec

Standard
Delivery length 

Outer sheath (approx) (approx) In AIR In GROUND

sq.mm mm mm Kg/Km A kA m

7 x 1.5 re 0.7 1.8 17 457 1,121 11 16 0.26 500

7 x 1.5 rm 0.7 1.8 17 449 1,020 11 16 0.26 500

8 x 1.5 re 0.7 1.8 17 448 1,121 11 16 0.26 500

8 x  1.5 rm 0.7 1.8 17 440 1,020 11 16 0.26 500

10 x 1.5 re 0.7 1.8 17 438 1,121 10 14 0.26 500

10 x 1.5 rm 0.7 1.8 17 431 1,020 10 14 0.26 500

12 x 1.5 re 0.7 1.8 17 462 1,121 10 14 0.26 500

12 x 1.5 rm 0.7 1.8 18 477 1,020 10 14 0.26 500

14 x 1.5 re 0.7 1.8 18 505 1,121 9 11 0.26 500

14 x 1.5 rm 0.7 1.8 18 520 1,020 9 11 0.26 500

16 x 1.5 re 0.7 1.8 19 557 1,121 9 11 0.26 500

16 x 1.5 rm 0.7 1.8 19 573 1,020 9 11 0.26 500

19 x 1.5 re 0.7 1.8 20 620 1,121 8 10 0.26 500

19 x 1.5 rm 0.7 1.8 20 637 1,020 8 10 0.26 500

21 x 1.5 re 0.7 1.8 20 673 1,121 8 10 0.26 500

21 x 1.5 rm 0.7 1.8 21 691 1,020 8 10 0.26 500

24 x 1.5 re 0.7 1.8 22 766 1,121 7 9 0.26 500

24 x 1.5 rm 0.7 1.8 23 788 1,020 7 9 0.26 500

30 x 1.5 re 0.7 1.8 24 893 1,121 7 9 0.26 500

30 x 1.5 rm 0.7 1.8 24 916 1,020 7 9 0.26 500

40 x 1.5 re 0.7 1.8 26 1,116 1,121 6 8 0.26 500

40 x 1.5 rm 0.7 1.8 27 1,143 1,020 6 8 0.26 500

52 x 1.5 re 0.7 1.9 29 1,400 1,121 6 8 0.26 500

52 x 1.5 rm 0.7 1.9 31 1,440 1,020 6 8 0.26 500

61 x 1.5 re 0.7 1.9 31 1,601 1,121 5 7 0.26 500

61 x 1.5  rm 0.7 2.0 32 1,644 1,020 5 7 0.26 500
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SNI IEC 60502-1 : 2009
SPLN 43-8 : 1994
IEC 60502-1 : 2004

Conductor
Annealed plain copper round solid or round circular stranded 
according to SNI IEC 60228, SPLN 41-1

Extruded layer of Cross-Linked Polyethylene (XLPE)
complied with SNI IEC 60502 - 1 ; SPLN 41-9

Colour :  

Inner Covering / 
Extruded Polyvinyl Chloride (PVC), Black colour

Armour

Outer Sheath
The Outer Sheath shall be a layer of Extruded Polyvinyl 
Chloride (PVC) grade ST2 to IEC 60502-1, grade YM/2 to 
SPLN 41-2. Black colour.

 :

Special Features on Request :
re Resist Retardant Ca Resistance 

   Zero Halogen

Two layers of Galvanized steel tape helically 
applied.

- Black, with White printed number
- Black With Numbering + 1 Core Yellow Strip Green

Note : [re] Round solid conductor
   [rm] Circular stranded conductor
 
Packing : [D] Drum

Copper Conductor XLPE Insulated Galvanized Steel Tape Armour and PVC Sheathed Control Cable

Cu/XLPE/DSTA/PVC 0.6/1 kV (N2XBY)

No. of cores and 
Nominal thickness Overall 

Diameter
Weight of 

cable
DC Resistance

at 20 °C
Current Carrying
Capacity at 30 °C

Short circuit
current of 

conductor at 
1.0 sec

Standard
Delivery length 

Outer sheath (approx) (approx) In AIR In GROUND

sq.mm mm mm Kg/Km A kA m

7 x 2.5 re 0.7 1.8 17 516 940 18 22 0.41 500

7 x 2.5 rm 0.7 1.8 18 544 842 18 22 0.41 500

8 x 2.5 re 0.7 1.8 19 573 940 18 22 0.41 500

8 x  2.5 rm 0.7 1.8 19 604 842 18 22 0.41 500

10 x 2.5 re 0.7 1.8 21 661 940 15 18 0.41 500

10 x 2.5 rm 0.7 1.8 22 698 842 15 18 0.41 500

12 x 2.5 re 0.7 1.8 21 729 940 15 18 0.41 500

12 x 2.5 rm 0.7 1.8 22 769 842 15 18 0.41 500

14 x 2.5 re 0.7 1.8 22 804 940 14 16 0.41 500

14 x 2.5 rm 0.7 1.8 22 848 842 14 16 0.41 500

16 x 2.5 re 0.7 1.8 23 881 940 14 16 0.41 500

16 x 2.5 rm 0.7 1.8 24 930 842 14 16 0.41 500

19 x 2.5 re 0.7 1.8 24 987 940 12 14 0.41 500

19 x 2.5 rm 0.7 1.8 25 1,042 842 12 14 0.41 500

21 x 2.5 re 0.7 1.8 25 1,566 940 12 14 0.41 500

21 x 2.5 rm 0.7 1.8 27 1,125 842 12 14 0.41 500

24 x 2.5 re 0.7 1.8 28 1,206 940 11 13 0.41 500

24 x 2.5 rm 0.7 1.9 29 1,411 842 11 13 0.41 500

30 x 2.5 re 0.7 1.9 29 1,498 940 11 13 0.41 500

30 x 2.5 rm 0.7 1.9 31 1,498 842 11 13 0.41 500

40 x 2.5 re 0.7 2.0 33 1,774 940 9 10 0.41 500

40 x 2.5 rm 0.7 2.1 34 1,881 842 9 10 0.41 500

52 x 2.5 re 0.7 2.2 38 2,580 940 9 10 0.41 500

52 x 2.5 rm 0.7 2.2 40 2,737 842 9 10 0.41 500

61 x 2.5 re 0.7 2.2 40 2,911 940 8 9 0.41 500

61 x 2.5  rm 0.7 2.3 42 3,101 842 8 9 0.41 500
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SNI IEC 60502-1 : 2009
SPLN 43-8 : 1994
IEC 60502-1 : 2004

Conductor
Annealed plain copper round solid or round circular stranded 
according to SNI IEC 60228, SPLN 41-1

Extruded layer of Cross-Linked Polyethylene (XLPE)
complied with SNI IEC 60502 - 1 ; SPLN 41-9

Colour :   

Inner Covering / 
Extruded Polyvinyl Chloride (PVC), Black colour

Armour

Outer Sheath
The Outer Sheath shall be a layer of Extruded Polyvinyl 
Chloride (PVC) grade ST2 to IEC 60502-1, grade YM/2 to 
SPLN 41-2. Black colour.

 :

Special Features on Request :
re Resist Retardant Ca Resistance 

   Zero Halogen

Two layers of Galvanized steel tape helically 
applied.

- Black, with White printed number
- Black With Numbering + 1 Core Yellow Strip Green

Note : [re] Round solid conductor
   [rm] Circular stranded conductor
 
Packing : [D] Drum

Copper Conductor XLPE Insulated Galvanized Steel Tape Armour and PVC Sheathed Control Cable

Cu/XLPE/DSTA/PVC 0.6/1 kV (N2XBY)

No. of cores and 
Nominal thickness Overall 

Diameter
Weight of 

cable
DC Resistance

at 20 °C
Current Carrying
Capacity at 30 °C

Short circuit
current of 

conductor at 
1.0 sec

Standard
Delivery length 

Outer sheath (approx) (approx) In AIR In GROUND

sq.mm mm mm Kg/Km A kA m

7 x 1.5 re 0.7 1.8 17 457 1,121 11 16 0.26 500

7 x 1.5 rm 0.7 1.8 17 449 1,020 11 16 0.26 500

8 x 1.5 re 0.7 1.8 17 448 1,121 11 16 0.26 500

8 x  1.5 rm 0.7 1.8 17 440 1,020 11 16 0.26 500

10 x 1.5 re 0.7 1.8 17 438 1,121 10 14 0.26 500

10 x 1.5 rm 0.7 1.8 17 431 1,020 10 14 0.26 500

12 x 1.5 re 0.7 1.8 17 462 1,121 10 14 0.26 500

12 x 1.5 rm 0.7 1.8 18 477 1,020 10 14 0.26 500

14 x 1.5 re 0.7 1.8 18 505 1,121 9 11 0.26 500

14 x 1.5 rm 0.7 1.8 18 520 1,020 9 11 0.26 500

16 x 1.5 re 0.7 1.8 19 557 1,121 9 11 0.26 500

16 x 1.5 rm 0.7 1.8 19 573 1,020 9 11 0.26 500

19 x 1.5 re 0.7 1.8 20 620 1,121 8 10 0.26 500

19 x 1.5 rm 0.7 1.8 20 637 1,020 8 10 0.26 500

21 x 1.5 re 0.7 1.8 20 673 1,121 8 10 0.26 500

21 x 1.5 rm 0.7 1.8 21 691 1,020 8 10 0.26 500

24 x 1.5 re 0.7 1.8 22 766 1,121 7 9 0.26 500

24 x 1.5 rm 0.7 1.8 23 788 1,020 7 9 0.26 500

30 x 1.5 re 0.7 1.8 24 893 1,121 7 9 0.26 500

30 x 1.5 rm 0.7 1.8 24 916 1,020 7 9 0.26 500

40 x 1.5 re 0.7 1.8 26 1,116 1,121 6 8 0.26 500

40 x 1.5 rm 0.7 1.8 27 1,143 1,020 6 8 0.26 500

52 x 1.5 re 0.7 1.9 29 1,400 1,121 6 8 0.26 500

52 x 1.5 rm 0.7 1.9 31 1,440 1,020 6 8 0.26 500

61 x 1.5 re 0.7 1.9 31 1,601 1,121 5 7 0.26 500

61 x 1.5  rm 0.7 2.0 32 1,644 1,020 5 7 0.26 500
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SNI IEC 60502-1 : 2009
SPLN 43-8 : 1994
IEC 60502-1 : 2004

Conductor
Annealed plain copper round solid or round circular stranded 
according to SNI IEC 60228, SPLN 41-1

Extruded layer of Cross-Linked Polyethylene (XLPE)
complied with SNI IEC 60502 - 1 ; SPLN 41-9

Colour :  

Inner Covering / 
Extruded Polyvinyl Chloride (PVC), Black colour

Armour

Outer Sheath
The Outer Sheath shall be a layer of Extruded Polyvinyl 
Chloride (PVC) grade ST2 to IEC 60502-1, grade YM/2 to 
SPLN 41-2. Black colour.

 :

Special Features on Request :
re Resist Retardant Ca Resistance 

   Zero Halogen

Two layers of Galvanized steel tape helically 
applied.

- Black, with White printed number
- Black With Numbering + 1 Core Yellow Strip Green

Note : [re] Round solid conductor
   [rm] Circular stranded conductor
 
Packing : [D] Drum

Copper Conductor XLPE Insulated Galvanized Steel Tape Armour and PVC Sheathed Control Cable

Cu/XLPE/DSTA/PVC 0.6/1 kV (N2XBY)

No. of cores and 
Nominal thickness Overall 

Diameter
Weight of 

cable
DC Resistance

at 20 °C
Current Carrying
Capacity at 30 °C

Short circuit
current of 

conductor at 
1.0 sec

Standard
Delivery length 

Outer sheath (approx) (approx) In AIR In GROUND

sq.mm mm mm Kg/Km A kA m

7 x 2.5 re 0.7 1.8 17 516 940 18 22 0.41 500

7 x 2.5 rm 0.7 1.8 18 544 842 18 22 0.41 500

8 x 2.5 re 0.7 1.8 19 573 940 18 22 0.41 500

8 x  2.5 rm 0.7 1.8 19 604 842 18 22 0.41 500

10 x 2.5 re 0.7 1.8 21 661 940 15 18 0.41 500

10 x 2.5 rm 0.7 1.8 22 698 842 15 18 0.41 500

12 x 2.5 re 0.7 1.8 21 729 940 15 18 0.41 500

12 x 2.5 rm 0.7 1.8 22 769 842 15 18 0.41 500

14 x 2.5 re 0.7 1.8 22 804 940 14 16 0.41 500

14 x 2.5 rm 0.7 1.8 22 848 842 14 16 0.41 500

16 x 2.5 re 0.7 1.8 23 881 940 14 16 0.41 500

16 x 2.5 rm 0.7 1.8 24 930 842 14 16 0.41 500

19 x 2.5 re 0.7 1.8 24 987 940 12 14 0.41 500

19 x 2.5 rm 0.7 1.8 25 1,042 842 12 14 0.41 500

21 x 2.5 re 0.7 1.8 25 1,566 940 12 14 0.41 500

21 x 2.5 rm 0.7 1.8 27 1,125 842 12 14 0.41 500

24 x 2.5 re 0.7 1.8 28 1,206 940 11 13 0.41 500

24 x 2.5 rm 0.7 1.9 29 1,411 842 11 13 0.41 500

30 x 2.5 re 0.7 1.9 29 1,498 940 11 13 0.41 500

30 x 2.5 rm 0.7 1.9 31 1,498 842 11 13 0.41 500

40 x 2.5 re 0.7 2.0 33 1,774 940 9 10 0.41 500

40 x 2.5 rm 0.7 2.1 34 1,881 842 9 10 0.41 500

52 x 2.5 re 0.7 2.2 38 2,580 940 9 10 0.41 500

52 x 2.5 rm 0.7 2.2 40 2,737 842 9 10 0.41 500

61 x 2.5 re 0.7 2.2 40 2,911 940 8 9 0.41 500

61 x 2.5  rm 0.7 2.3 42 3,101 842 8 9 0.41 500

40sales@kabelindo.co.id

SNI IEC 60502-1 : 2009
SPLN 43-8 : 1994
IEC 60502-1 : 2004

Conductor
Annealed plain copper round solid or round circular stranded 
according to SNI IEC 60228, SPLN 41-1

Extruded layer of Cross-Linked Polyethylene (XLPE)
complied with SNI IEC 60502 - 1 ; SPLN 41-9

Colour :   

Inner Covering / 
Extruded Polyvinyl Chloride (PVC), Black colour

Armour

Outer Sheath
The Outer Sheath shall be a layer of Extruded Polyvinyl 
Chloride (PVC) grade ST2 to IEC 60502-1, grade YM/2 to 
SPLN 41-2. Black colour.

 :

Special Features on Request :
re Resist Retardant Ca Resistance 

   Zero Halogen

Two layers of Galvanized steel tape helically 
applied.

- Black, with White printed number
- Black With Numbering + 1 Core Yellow Strip Green

Note : [re] Round solid conductor
   [rm] Circular stranded conductor
 
Packing : [D] Drum

Copper Conductor XLPE Insulated Galvanized Steel Tape Armour and PVC Sheathed Control Cable

Cu/XLPE/DSTA/PVC 0.6/1 kV (N2XBY)

No. of cores and 
Nominal thickness Overall 

Diameter
Weight of 

cable
DC Resistance

at 20 °C
Current Carrying
Capacity at 30 °C

Short circuit
current of 

conductor at 
1.0 sec

Standard
Delivery length 

Outer sheath (approx) (approx) In AIR In GROUND

sq.mm mm mm Kg/Km A kA m

7 x 4 re 0.7 1.8 19 657 784 25 27 0.64 500

7 x 4 rm 0.7 1.8 20 696 704 25 27 0.64 500

8 x 4 re 0.7 1.8 20 704 784 25 27 0.64 500

8 x  4 rm 0.7 1.8 21 747 704 25 27 0.64 500

10 x 4 re 0.7 1.8 22 849 784 21 23 0.64 500

10 x 4 rm 0.7 1.8 24 901 704 21 23 0.64 500

12 x 4 re 0.7 1.8 23 947 784 21 23 0.64 500

12 x 4 rm 0.7 1.8 25 1,005 704 21 23 0.64 500

14 x 4 re 0.7 1.8 24 1,053 784 19 21 0.64 500

14 x 4 rm 0.7 1.8 26 1,118 704 19 21 0.64 500

16 x 4 re 0.7 1.8 25 1,163 784 19 21 0.64 500

16 x 4 rm 0.7 1.8 27 2,235 704 19 21 0.64 500

19 x 4 re 0.7 1.8 27 1,315 784 17 18 0.64 500

19 x 4 rm 0.7 1.8 28 1,452 704 17 18 0.64 500

21 x 4 re 0.7 1.8 28 1,431 784 17 18 0.64 500

21 x 4 rm 0.7 1.9 30 1,527 704 17 18 0.64 500

24 x 4 re 0.7 1.9 31 1,632 784 15 16 0.64 500

24 x 4 rm 0.7 2.0 33 1,742 704 15 16 0.64 500

30 x 4 re 0.7 2.0 32 1,931 784 15 16 0.64 500

30 x 4 rm 0.7 2.1 35 2,058 704 15 16 0.64 500

40 x 4 re 0.7 2.2 37 2,814 784 13 14 0.64 500

40 x 4 rm 0.7 2.2 40 3,003 704 13 14 0.64 500

52 x 4 re 0.7 2.3 42 3,508 784 13 14 0.64 500

52 x 4 rm 0.7 2.4 45 3,758 704 13 14 0.64 500

61 x 4 re 0.7 2.4 45 3,995 784 11 11 0.64 500

61 x 4 rm 0.7 2.5 48 4,285 704 11 11 0.64 500
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SNI IEC 60502-1 : 2009
SPLN 43-8 : 1994
IEC 60502-1 : 2004

Conductor
Annealed plain copper round solid or round circular stranded 
according to SNI IEC 60228, SPLN 41-1

Extruded layer of Cross-Linked Polyethylene (XLPE)
complied with SNI IEC 60502 - 1 ; SPLN 41-9

Colour :  

Inner Covering / 
Extruded Polyvinyl Chloride (PVC), Black colour

Armour

Outer Sheath
The Outer Sheath shall be a layer of Extruded Polyvinyl 
Chloride (PVC) grade ST2 to IEC 60502-1, grade YM/2 to 
SPLN 41-2. Black colour.

 :

Special Features on Request :
re Resist Retardant Ca Resistance 

   Zero Halogen

Two layers of Galvanized steel tape helically 
applied.

- Black, with White printed number
- Black With Numbering + 1 Core Yellow Strip Green

Note : [re] Round solid conductor
   [rm] Circular stranded conductor
 
Packing : [D] Drum

Copper Conductor XLPE Insulated Galvanized Steel Tape Armour and PVC Sheathed Control Cable

Cu/XLPE/DSTA/PVC 0.6/1 kV (N2XBY)

No. of cores and 
Nominal thickness Overall 

Diameter
Weight of 

cable
DC Resistance

at 20 °C
Current Carrying
Capacity at 30 °C

Short circuit
current of 

conductor at 
1.0 sec

Standard
Delivery length 

Outer sheath (approx) (approx) In AIR In GROUND

sq.mm mm mm Kg/Km A kA m

7 x 2.5 re 0.7 1.8 17 516 940 18 22 0.41 500

7 x 2.5 rm 0.7 1.8 18 544 842 18 22 0.41 500

8 x 2.5 re 0.7 1.8 19 573 940 18 22 0.41 500

8 x  2.5 rm 0.7 1.8 19 604 842 18 22 0.41 500

10 x 2.5 re 0.7 1.8 21 661 940 15 18 0.41 500

10 x 2.5 rm 0.7 1.8 22 698 842 15 18 0.41 500

12 x 2.5 re 0.7 1.8 21 729 940 15 18 0.41 500

12 x 2.5 rm 0.7 1.8 22 769 842 15 18 0.41 500

14 x 2.5 re 0.7 1.8 22 804 940 14 16 0.41 500

14 x 2.5 rm 0.7 1.8 22 848 842 14 16 0.41 500

16 x 2.5 re 0.7 1.8 23 881 940 14 16 0.41 500

16 x 2.5 rm 0.7 1.8 24 930 842 14 16 0.41 500

19 x 2.5 re 0.7 1.8 24 987 940 12 14 0.41 500

19 x 2.5 rm 0.7 1.8 25 1,042 842 12 14 0.41 500

21 x 2.5 re 0.7 1.8 25 1,566 940 12 14 0.41 500

21 x 2.5 rm 0.7 1.8 27 1,125 842 12 14 0.41 500

24 x 2.5 re 0.7 1.8 28 1,206 940 11 13 0.41 500

24 x 2.5 rm 0.7 1.9 29 1,411 842 11 13 0.41 500

30 x 2.5 re 0.7 1.9 29 1,498 940 11 13 0.41 500

30 x 2.5 rm 0.7 1.9 31 1,498 842 11 13 0.41 500

40 x 2.5 re 0.7 2.0 33 1,774 940 9 10 0.41 500

40 x 2.5 rm 0.7 2.1 34 1,881 842 9 10 0.41 500

52 x 2.5 re 0.7 2.2 38 2,580 940 9 10 0.41 500

52 x 2.5 rm 0.7 2.2 40 2,737 842 9 10 0.41 500

61 x 2.5 re 0.7 2.2 40 2,911 940 8 9 0.41 500

61 x 2.5  rm 0.7 2.3 42 3,101 842 8 9 0.41 500
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SNI IEC 60502-1 : 2009
SPLN 43-8 : 1994
IEC 60502-1 : 2004

Conductor
Annealed plain copper round solid or round circular stranded 
according to SNI IEC 60228, SPLN 41-1

Extruded layer of Cross-Linked Polyethylene (XLPE)
complied with SNI IEC 60502 - 1 ; SPLN 41-9

Colour :   

Inner Covering / 
Extruded Polyvinyl Chloride (PVC), Black colour

Armour

Outer Sheath
The Outer Sheath shall be a layer of Extruded Polyvinyl 
Chloride (PVC) grade ST2 to IEC 60502-1, grade YM/2 to 
SPLN 41-2. Black colour.

 :

Special Features on Request :
re Resist Retardant Ca Resistance 

   Zero Halogen

Two layers of Galvanized steel tape helically 
applied.

- Black, with White printed number
- Black With Numbering + 1 Core Yellow Strip Green

Note : [re] Round solid conductor
   [rm] Circular stranded conductor
 
Packing : [D] Drum

Copper Conductor XLPE Insulated Galvanized Steel Tape Armour and PVC Sheathed Control Cable

Cu/XLPE/DSTA/PVC 0.6/1 kV (N2XBY)

No. of cores and 
Nominal thickness Overall 

Diameter
Weight of 

cable
DC Resistance

at 20 °C
Current Carrying
Capacity at 30 °C

Short circuit
current of 

conductor at 
1.0 sec

Standard
Delivery length 

Outer sheath (approx) (approx) In AIR In GROUND

sq.mm mm mm Kg/Km A kA m

7 x 4 re 0.7 1.8 19 657 784 25 27 0.64 500

7 x 4 rm 0.7 1.8 20 696 704 25 27 0.64 500

8 x 4 re 0.7 1.8 20 704 784 25 27 0.64 500

8 x  4 rm 0.7 1.8 21 747 704 25 27 0.64 500

10 x 4 re 0.7 1.8 22 849 784 21 23 0.64 500

10 x 4 rm 0.7 1.8 24 901 704 21 23 0.64 500

12 x 4 re 0.7 1.8 23 947 784 21 23 0.64 500

12 x 4 rm 0.7 1.8 25 1,005 704 21 23 0.64 500

14 x 4 re 0.7 1.8 24 1,053 784 19 21 0.64 500

14 x 4 rm 0.7 1.8 26 1,118 704 19 21 0.64 500

16 x 4 re 0.7 1.8 25 1,163 784 19 21 0.64 500

16 x 4 rm 0.7 1.8 27 2,235 704 19 21 0.64 500

19 x 4 re 0.7 1.8 27 1,315 784 17 18 0.64 500

19 x 4 rm 0.7 1.8 28 1,452 704 17 18 0.64 500

21 x 4 re 0.7 1.8 28 1,431 784 17 18 0.64 500

21 x 4 rm 0.7 1.9 30 1,527 704 17 18 0.64 500

24 x 4 re 0.7 1.9 31 1,632 784 15 16 0.64 500

24 x 4 rm 0.7 2.0 33 1,742 704 15 16 0.64 500

30 x 4 re 0.7 2.0 32 1,931 784 15 16 0.64 500

30 x 4 rm 0.7 2.1 35 2,058 704 15 16 0.64 500

40 x 4 re 0.7 2.2 37 2,814 784 13 14 0.64 500

40 x 4 rm 0.7 2.2 40 3,003 704 13 14 0.64 500

52 x 4 re 0.7 2.3 42 3,508 784 13 14 0.64 500

52 x 4 rm 0.7 2.4 45 3,758 704 13 14 0.64 500

61 x 4 re 0.7 2.4 45 3,995 784 11 11 0.64 500

61 x 4 rm 0.7 2.5 48 4,285 704 11 11 0.64 500
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SNI IEC 60502-1 : 2009
SPLN 43-8 : 1994
IEC 60502-1 : 2004

Conductor
Annealed plain copper round solid or round circular stranded 
according to SNI IEC 60228, SPLN 41-1

Extruded layer of Cross-Linked Polyethylene (XLPE)
complied with SNI IEC 60502 - 1 ; SPLN 41-9

Colour :   

Inner Covering / 
Extruded Polyvinyl Chloride (PVC), Black colour

Armour

Outer Sheath
The Outer Sheath shall be a layer of Extruded Polyvinyl 
Chloride (PVC) grade ST2 to IEC 60502-1, grade YM/2 to 
SPLN 41-2. Black colour.

 :

Special Features on Request :
re Resist Retardant Ca Resistance 

   Zero Halogen

Two layers of Galvanized steel tape helically 
applied.

- Black, with White printed number
- Black With Numbering + 1 Core Yellow Strip Green

Note : [re] Round solid conductor
   [rm] Circular stranded conductor
 
Packing : [D] Drum

Copper Conductor XLPE Insulated Galvanized Steel Tape Armour and PVC Sheathed Control Cable

Cu/XLPE/DSTA/PVC 0.6/1 kV (N2XBY)

No. of cores and 
Nominal thickness Overall 

Diameter
Weight of 

cable
DC Resistance

at 20 °C
Current Carrying
Capacity at 30 °C

Short circuit
current of 

conductor at 
1.0 sec

Standard
Delivery length 

Outer sheath (approx) (approx) In AIR In GROUND

sq.mm mm mm Kg/Km A kA m

7 x 4 re 0.7 1.8 19 657 784 25 27 0.64 500

7 x 4 rm 0.7 1.8 20 696 704 25 27 0.64 500

8 x 4 re 0.7 1.8 20 704 784 25 27 0.64 500

8 x  4 rm 0.7 1.8 21 747 704 25 27 0.64 500

10 x 4 re 0.7 1.8 22 849 784 21 23 0.64 500

10 x 4 rm 0.7 1.8 24 901 704 21 23 0.64 500

12 x 4 re 0.7 1.8 23 947 784 21 23 0.64 500

12 x 4 rm 0.7 1.8 25 1,005 704 21 23 0.64 500

14 x 4 re 0.7 1.8 24 1,053 784 19 21 0.64 500

14 x 4 rm 0.7 1.8 26 1,118 704 19 21 0.64 500

16 x 4 re 0.7 1.8 25 1,163 784 19 21 0.64 500

16 x 4 rm 0.7 1.8 27 2,235 704 19 21 0.64 500

19 x 4 re 0.7 1.8 27 1,315 784 17 18 0.64 500

19 x 4 rm 0.7 1.8 28 1,452 704 17 18 0.64 500

21 x 4 re 0.7 1.8 28 1,431 784 17 18 0.64 500

21 x 4 rm 0.7 1.9 30 1,527 704 17 18 0.64 500

24 x 4 re 0.7 1.9 31 1,632 784 15 16 0.64 500

24 x 4 rm 0.7 2.0 33 1,742 704 15 16 0.64 500

30 x 4 re 0.7 2.0 32 1,931 784 15 16 0.64 500

30 x 4 rm 0.7 2.1 35 2,058 704 15 16 0.64 500

40 x 4 re 0.7 2.2 37 2,814 784 13 14 0.64 500

40 x 4 rm 0.7 2.2 40 3,003 704 13 14 0.64 500

52 x 4 re 0.7 2.3 42 3,508 784 13 14 0.64 500

52 x 4 rm 0.7 2.4 45 3,758 704 13 14 0.64 500

61 x 4 re 0.7 2.4 45 3,995 784 11 11 0.64 500

61 x 4 rm 0.7 2.5 48 4,285 704 11 11 0.64 500
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SNI IEC 60502-1 : 2009
SPLN 43-8 : 1994
IEC 60502-1 : 2004

Conductor
Annealed plain copper round solid or round circular stranded 
according to SNI IEC 60228, SPLN 41-1

Extruded layer of Cross-Linked Polyethylene (XLPE)
complied with SNI IEC 60502 - 1 ; SPLN 41-9

Colour :  

Inner Covering / 
Extruded Polyvinyl Chloride (PVC), Black colour

Armour

Outer Sheath
The Outer Sheath shall be a layer of Extruded Polyvinyl 
Chloride (PVC) grade ST2 to IEC 60502-1, grade YM/2 to 
SPLN 41-2. Black colour.

 :

Special Features on Request :
re Resist Retardant Ca Resistance 

   Zero Halogen

Two layers of Galvanized steel tape helically 
applied.

- Black, with White printed number
- Black With Numbering + 1 Core Yellow Strip Green

Note : [re] Round solid conductor
   [rm] Circular stranded conductor
 
Packing : [D] Drum

Copper Conductor XLPE Insulated Galvanized Steel Tape Armour and PVC Sheathed Control Cable

Cu/XLPE/DSTA/PVC 0.6/1 kV (N2XBY)

No. of cores and 
Nominal thickness Overall 

Diameter
Weight of 

cable
DC Resistance

at 20 °C
Current Carrying
Capacity at 30 °C

Short circuit
current of 

conductor at 
1.0 sec

Standard
Delivery length 

Outer sheath (approx) (approx) In AIR In GROUND

sq.mm mm mm Kg/Km A kA m

7 x 6 re 0.7 1.8 20 842 667 32 35 0.93 500

7 x 6 rm 0.7 1.8 21 896 590 32 35 0.93 500

8 x 6 re 0.7 1.8 22 896 667 32 35 0.93 500

8 x  6 rm 0.7 1.8 23 948 590 32 35 0.93 500

10 x 6 re 0.7 1.8 25 1,088 667 27 30 0.93 500

10 x 6 rm 0.7 1.8 26 1,151 590 27 30 0.93 500

12 x 6 re 0.7 1.8 26 1,225 667 27 30 0.93 500

12 x 6 rm 0.7 1.8 27 1,298 590 27 30 0.93 500

14 x 6 re 0.7 1.8 27 1,374 667 25 26 0.93 500

14 x 6 rm 0.7 1.8 29 1,459 590 25 26 0.93 500

16 x 6 re 0.7 1.8 28 1,530 667 25 26 0.93 500

16 x 6 rm 0.7 1.9 30 1,626 590 25 26 0.93 500

19 x 6 re 0.7 1.9 30 1,750 667 22 23 0.93 500

19 x 6 rm 0.7 2.0 32 1,858 590 22 23 0.93 500

21 x 6 re 0.7 1.9 31 1,912 667 22 23 0.93 500

21 x 6 rm 0.7 2.0 33 2,028 590 22 23 0.93 500

24 x 6 re 0.7 2.0 34 2,181 667 19 21 0.93 500

24 x 6 rm 0.7 2.2 38 2,684 590 19 21 0.93 500

30 x 6 re 0.7 2.2 37 2,964 667 19 21 0.93 500

30 x 6 rm 0.7 2.2 40 3,149 590 19 21 0.93 500

40 x 6 re 0.7 2.3 42 3,745 667 17 17 0.93 500

40 x 6 rm 0.7 2.4 45 3,994 590 17 17 0.93 500

52 x 6 re 0.7 2.5 47 4,719 667 17 17 0.93 500

52 x 6 rm 0.7 2.6 51 5,035 590 17 17 0.93 500

61 x 6 re 0.7 2.6 50 5,404 667 15 15 0.93 500

61 x 6 rm 0.7 2.7 54 5,760 590 15 15 0.93 500


