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SNI IEC 60502-1 : 2009
IEC 60502-1 : 2004

Conductor
Annealed plain copper round solid or round circular stranded 
according to SNI IEC 60228, SPLN 41-1

Extruded layer of Cross-Linked Polyethylene (XLPE)
complied with SNI IEC 60502 - 1 ; SPLN 41-9

Colour :   

Inner Covering / 
Extruded Polyvinyl Chloride (PVC), Black colour

Outer Sheath
The Outer Sheath shall be a layer of Extruded Polyvinyl 
Chloride (PVC) grade ST2 to IEC 60502-1, grade YM/2 to 
SPLN 41-2. Black colour.

 :

Special Features on Request :
re Resist Retardant Ca Resistance 

   Zero Halogen

Shield
Helically copper wire with transverse helix of annealed 
copper tape

Indoor, in ducts, in the open, underground, if mechanical damage is 
not expected

Copper Conductor XLPE Insulated,  Concentric Copper wire Screened and PVC Sheathed Power Cable

Cu/XLPE/CWS/PVC 0.6/1 kV (N2XCY)

No. of cores and 

conductor / screen

Nominal thickness Overall 
Diameter

Weight of 
cable

DC Resistance
at 20 °C

Current Carrying
Capacity at 30 °C

Short circuit
current of 

conductor at 
1.0 sec

Standard
Delivery length 

Outer sheath (approx) (approx) In AIR In GROUND

sq.mm mm mm Kg/Km A kA m

5 x 1.5 re/1.5 0.7 1.8 17 295 1,121 21 28 0.26 1,000

5 x 1.5 rm/1.5 0.7 1.8 17 299 1,020 21 28 0.26 1,000

5 x 2.5 re/2.5 0.7 1.8 18 363 940 29 37 0.41 1,000

5 x 2.5 rm/2.5 0.7 1.8 18 368 842 29 37 0.41 1,000

5 x 4 re/4 0.7 1.8 19 483 784 39 46 0.64 1,000

5 x 4 rm/4 0.7 1.8 19 489 704 39 46 0.64 1,000

5 x 6 re/6 0.7 1.8 20 615 667 49 59 0.93 1,000

5 x 6 rm/6 0.7 1.8 21 621 590 49 59 0.93 1,000

5 x 10 re/10 0.7 1.8 22 915 538 68 78 1.53 1,000

5 x 10 rm/10 0.7 1.8 24 923 473 68 78 1.53 1,000

5 x 16 rm/16 0.7 1.8 26 1,295 392 91 101 2.41 1,000

5 x 25 rm/16 0.9 1.8 31 1,855 400 119 132 3.73 1,000

5 x 35 rm/16 0.9 1.9 34 2,395 348 148 157 5.16 1,000

5 x 50 rm/25 1.0 2.0 38 3,125 326 181 187 7.36 1,000

- Yellow Strip Green, Light Blue, Brown, Black 
And Grey

Note : [re] Round solid conductor
   [rm] Circular stranded conductor
 
Packing : [D] Drum
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SNI IEC 60502-1 : 2009
IEC 60502-1 : 2004

Conductor
Annealed plain copper round solid or round circular stranded 
according to SNI IEC 60228, SPLN 41-1

Extruded layer of Cross-Linked Polyethylene (XLPE)
complied with SNI IEC 60502 - 1 ; SPLN 41-9

Colour :  

Inner Covering / 
Extruded Polyvinyl Chloride (PVC), Black colour

Outer Sheath
The Outer Sheath shall be a layer of Extruded Polyvinyl 
Chloride (PVC) grade ST2 to IEC 60502-1, grade YM/2 to 
SPLN 41-2. Black colour.

 :

Special Features on Request :
re Resist Retardant Ca Resistance 

   Zero Halogen- Black, with White printed number
- Black With Numbering + 1 Core Yellow Strip Green

Note : [re] Round solid conductor
   [rm] Circular stranded conductor
 
Packing : [D] Drum

Shield
Helically copper wire with transverse helix of annealed 
copper tape

Copper Conductor XLPE Insulated,  Concentric Copper wire Screened and PVC Sheathed Control Cable

Cu/XLPE/CWS/PVC 0.6/1 kV (N2XCY)

No. of cores and 

conductor / screen

Nominal thickness Overall 
Diameter

Weight of 
cable

DC Resistance
at 20 °C

Current Carrying
Capacity at 30 °C

Short circuit
current of 

conductor at 
1.0 sec

Standard
Delivery length 

Outer sheath (approx) (approx) In AIR In GROUND

sq.mm mm mm Kg/Km A kA m

7 x 1.5 re/2.5 0.7 1.8 17 359 1,121 11 16 0.26 1,000

7 x 1.5 rm/2.5 0.7 1.8 17 369 1,020 11 16 0.26 1,000

8 x 1.5 re/2.5 0.7 1.8 18 396 1,121 11 16 0.26 1,000

8 x 1.5 rm/2.5 0.7 1.8 18 409 1,020 11 16 0.26 1,000

10 x 1.5 re/2.5 0.7 1.8 20 478 1,121 10 14 0.26 1,000

10 x 1.5 rm/2.5 0.7 1.8 20 491 1,020 10 14 0.26 1,000

12 x 1.5 re/2.5 0.7 1.8 20 523 1,121 10 14 0.26 1,000

12 x 1.5 rm/2.5 0.7 1.8 21 538 1,020 10 14 0.26 1,000

14 x 1.5 re/2.5 0.7 1.8 21 567 1,121 9 11 0.26 1,000

14 x 1.5 rm/2.5 0.7 1.8 21 582 1,020 9 11 0.26 1,000

16 x 1.5 re/4 0.7 1.8 22 619 1,121 9 11 0.26 1,000

16 x 1.5 rm/4 0.7 1.8 22 637 1,020 9 11 0.26 1,000

19 x 1.5 re/4 0.7 1.8 22 685 1,121 8 10 0.26 1,000

19 x 1.5 rm/4 0.7 1.8 22 689 1,020 8 10 0.26 1,000

21 x 1.5 re/6 0.7 1.8 23 701 1,121 8 10 0.26 1,000

21 x 1.5 rm/6 0.7 1.8 24 752 1,020 8 10 0.26 1,000

24 x 1.5 re/6 0.7 1.8 25 836 1,121 7 9 0.26 1,000

24 x 1.5 rm/6 0.7 1.8 26 868 1,020 7 9 0.26 1,000

30 x 1.5 re/6 0.7 1.8 26 872 1,121 7 9 0.26 1,000

30 x 1.5 rm/6 0.7 1.8 27 995 1,020 7 9 0.26 1,000

40 x 1.5 re/10 0.7 1.9 29 1,210 1,121 6 8 0.26 1,000

40 x 1.5 rm/10 0.7 1.9 30 1,239 1,020 6 8 0.26 1,000

52 x 1.5 re/10 0.7 2.0 32 1,553 1,121 6 8 0.26 1,000

52 x 1.5 rm/10 0.7 2.0 34 1,585 1,020 6 8 0.26 1,000

61 x 1.5 re/10 0.7 2.1 35 1,835 1,121 5 7 0.26 1,000

61 x 1.5 rm/10 0.7 2.1 36 1,810 1,020 5 7 0.26 1,000
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SNI IEC 60502-1 : 2009
IEC 60502-1 : 2004

Conductor
Annealed plain copper round solid or round circular stranded 
according to SNI IEC 60228, SPLN 41-1

Extruded layer of Cross-Linked Polyethylene (XLPE)
complied with SNI IEC 60502 - 1 ; SPLN 41-9

Colour :   

Inner Covering / 
Extruded Polyvinyl Chloride (PVC), Black colour

Outer Sheath
The Outer Sheath shall be a layer of Extruded Polyvinyl 
Chloride (PVC) grade ST2 to IEC 60502-1, grade YM/2 to 
SPLN 41-2. Black colour.

 :

Special Features on Request :
re Resist Retardant Ca Resistance 

   Zero Halogen- Black, with White printed number
- Black With Numbering + 1 Core Yellow Strip Green

Note : [re] Round solid conductor
   [rm] Circular stranded conductor
 
Packing : [D] Drum

Shield
Helically copper wire with transverse helix of annealed 
copper tape

Copper Conductor XLPE Insulated,  Concentric Copper wire Screened and PVC Sheathed Control Cable

Cu/XLPE/CWS/PVC 0.6/1 kV (N2XCY)

No. of cores and 

conductor / screen

Nominal thickness Overall 
Diameter

Weight of 
cable

DC Resistance
at 20 °C

Current Carrying
Capacity at 30 °C

Short circuit
current of 

conductor at 
1.0 sec

Standard
Delivery length 

Outer sheath (approx) (approx) In AIR In GROUND

sq.mm mm mm Kg/Km A kA m

7 x 2.5 re/2.5 0.7 1.8 18 449 940 18 22 0.41 1,000

7 x 2.5 rm/2.5 0.7 1.8 18 476 842 18 22 0.41 1,000

8 x 2.5 re/2.5 0.7 1.8 19 498 940 18 22 0.41 1,000

8 x 2.5 rm/2.5 0.7 1.8 20 530 842 18 22 0.41 1,000

10 x 2.5 re/2.5 0.7 1.8 21 605 940 15 18 0.41 1,000

10 x 2.5 rm/2.5 0.7 1.8 22 645 842 15 18 0.41 1,000

12 x 2.5 re/2.5 0.7 1.8 22 669 940 15 18 0.41 1,000

12 x 2.5 rm/2.5 0.7 1.8 23 715 842 15 18 0.41 1,000

14 x 2.5 re/2.5 0.7 1.8 22 735 940 14 16 0.41 1,000

14 x 2.5 rm/2.5 0.7 1.8 22 777 842 14 16 0.41 1,000

16 x 2.5 re/4 0.7 1.8 23 810 940 14 16 0.41 1,000

16 x 2.5 rm/4 0.7 1.8 23 868 842 14 16 0.41 1,000

19 x 2.5 re/4 0.7 1.8 24 910 940 13 14 0.41 1,000

19 x 2.5 rm/4 0.7 1.8 24 963 842 13 14 0.41 1,000

21 x 2.5 re/6 0.7 1.8 25 986 940 13 14 0.41 1,000

21 x 2.5 rm/6 0.7 1.8 27 1,045 842 13 14 0.41 1,000

24 x 2.5 re/6 0.7 1.8 28 1,015 940 11 13 0.41 1,000

24 x 2.5 rm/6 0.7 1.9 30 1,196 842 11 13 0.41 1,000

30 x 2.5 re/6 0.7 1.9 29 1,312 940 11 13 0.41 1,000

30 x 2.5 rm/6 0.7 1.9 31 1,399 842 11 13 0.41 1,000

40 x 2.5 re/10 0.7 2.0 32 1,654 940 9 10 0.41 1,000

40 x 2.5 rm/10 0.7 2.0 34 1,805 842 9 10 0.41 1,000

52 x 2.5 re/10 0.7 2.1 3 2,113 940 9 10 0.41 1,000

52 x 2.5 rm/10 0.7 2.2 38 2,265 842 9 10 0.41 1,000

61 x 2.5 re/10 0.7 2.2 38 2,415 940 8 9 0.41 1,000

61 x 2.5 rm/10 0.7 2.2 41 2,579 842 8 9 0.41 1,000
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SNI IEC 60502-1 : 2009
IEC 60502-1 : 2004

Conductor
Annealed plain copper round solid or round circular stranded 
according to SNI IEC 60228, SPLN 41-1

Extruded layer of Cross-Linked Polyethylene (XLPE)
complied with SNI IEC 60502 - 1 ; SPLN 41-9

Colour :  

Inner Covering / 
Extruded Polyvinyl Chloride (PVC), Black colour

Outer Sheath
The Outer Sheath shall be a layer of Extruded Polyvinyl 
Chloride (PVC) grade ST2 to IEC 60502-1, grade YM/2 to 
SPLN 41-2. Black colour.

 :

Special Features on Request :
re Resist Retardant Ca Resistance 

   Zero Halogen- Black, with White printed number
- Black With Numbering + 1 Core Yellow Strip Green

Note : [re] Round solid conductor
   [rm] Circular stranded conductor
 
Packing : [D] Drum

Shield
Helically copper wire with transverse helix of annealed 
copper tape

Copper Conductor XLPE Insulated,  Concentric Copper wire Screened and PVC Sheathed Control Cable

Cu/XLPE/CWS/PVC 0.6/1 kV (N2XCY)

No. of cores and 

conductor / screen

Nominal thickness Overall 
Diameter

Weight of 
cable

DC Resistance
at 20 °C

Current Carrying
Capacity at 30 °C

Short circuit
current of 

conductor at 
1.0 sec

Standard
Delivery length 

Outer sheath (approx) (approx) In AIR In GROUND

sq.mm mm mm Kg/Km A kA m

7 x 1.5 re/2.5 0.7 1.8 17 359 1,121 11 16 0.26 1,000

7 x 1.5 rm/2.5 0.7 1.8 17 369 1,020 11 16 0.26 1,000

8 x 1.5 re/2.5 0.7 1.8 18 396 1,121 11 16 0.26 1,000

8 x 1.5 rm/2.5 0.7 1.8 18 409 1,020 11 16 0.26 1,000

10 x 1.5 re/2.5 0.7 1.8 20 478 1,121 10 14 0.26 1,000

10 x 1.5 rm/2.5 0.7 1.8 20 491 1,020 10 14 0.26 1,000

12 x 1.5 re/2.5 0.7 1.8 20 523 1,121 10 14 0.26 1,000

12 x 1.5 rm/2.5 0.7 1.8 21 538 1,020 10 14 0.26 1,000

14 x 1.5 re/2.5 0.7 1.8 21 567 1,121 9 11 0.26 1,000

14 x 1.5 rm/2.5 0.7 1.8 21 582 1,020 9 11 0.26 1,000

16 x 1.5 re/4 0.7 1.8 22 619 1,121 9 11 0.26 1,000

16 x 1.5 rm/4 0.7 1.8 22 637 1,020 9 11 0.26 1,000

19 x 1.5 re/4 0.7 1.8 22 685 1,121 8 10 0.26 1,000

19 x 1.5 rm/4 0.7 1.8 22 689 1,020 8 10 0.26 1,000

21 x 1.5 re/6 0.7 1.8 23 701 1,121 8 10 0.26 1,000

21 x 1.5 rm/6 0.7 1.8 24 752 1,020 8 10 0.26 1,000

24 x 1.5 re/6 0.7 1.8 25 836 1,121 7 9 0.26 1,000

24 x 1.5 rm/6 0.7 1.8 26 868 1,020 7 9 0.26 1,000

30 x 1.5 re/6 0.7 1.8 26 872 1,121 7 9 0.26 1,000

30 x 1.5 rm/6 0.7 1.8 27 995 1,020 7 9 0.26 1,000

40 x 1.5 re/10 0.7 1.9 29 1,210 1,121 6 8 0.26 1,000

40 x 1.5 rm/10 0.7 1.9 30 1,239 1,020 6 8 0.26 1,000

52 x 1.5 re/10 0.7 2.0 32 1,553 1,121 6 8 0.26 1,000

52 x 1.5 rm/10 0.7 2.0 34 1,585 1,020 6 8 0.26 1,000

61 x 1.5 re/10 0.7 2.1 35 1,835 1,121 5 7 0.26 1,000

61 x 1.5 rm/10 0.7 2.1 36 1,810 1,020 5 7 0.26 1,000
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SNI IEC 60502-1 : 2009
IEC 60502-1 : 2004

Conductor
Annealed plain copper round solid or round circular stranded 
according to SNI IEC 60228, SPLN 41-1

Extruded layer of Cross-Linked Polyethylene (XLPE)
complied with SNI IEC 60502 - 1 ; SPLN 41-9

Colour :   

Inner Covering / 
Extruded Polyvinyl Chloride (PVC), Black colour

Outer Sheath
The Outer Sheath shall be a layer of Extruded Polyvinyl 
Chloride (PVC) grade ST2 to IEC 60502-1, grade YM/2 to 
SPLN 41-2. Black colour.

 :

Special Features on Request :
re Resist Retardant Ca Resistance 

   Zero Halogen- Black, with White printed number
- Black With Numbering + 1 Core Yellow Strip Green

Note : [re] Round solid conductor
   [rm] Circular stranded conductor
 
Packing : [D] Drum

Shield
Helically copper wire with transverse helix of annealed 
copper tape

Copper Conductor XLPE Insulated,  Concentric Copper wire Screened and PVC Sheathed Control Cable

Cu/XLPE/CWS/PVC 0.6/1 kV (N2XCY)

No. of cores and 

conductor / screen

Nominal thickness Overall 
Diameter

Weight of 
cable

DC Resistance
at 20 °C

Current Carrying
Capacity at 30 °C

Short circuit
current of 

conductor at 
1.0 sec

Standard
Delivery length 

Outer sheath (approx) (approx) In AIR In GROUND

sq.mm mm mm Kg/Km A kA m

7 x 2.5 re/2.5 0.7 1.8 18 449 940 18 22 0.41 1,000

7 x 2.5 rm/2.5 0.7 1.8 18 476 842 18 22 0.41 1,000

8 x 2.5 re/2.5 0.7 1.8 19 498 940 18 22 0.41 1,000

8 x 2.5 rm/2.5 0.7 1.8 20 530 842 18 22 0.41 1,000

10 x 2.5 re/2.5 0.7 1.8 21 605 940 15 18 0.41 1,000

10 x 2.5 rm/2.5 0.7 1.8 22 645 842 15 18 0.41 1,000

12 x 2.5 re/2.5 0.7 1.8 22 669 940 15 18 0.41 1,000

12 x 2.5 rm/2.5 0.7 1.8 23 715 842 15 18 0.41 1,000

14 x 2.5 re/2.5 0.7 1.8 22 735 940 14 16 0.41 1,000

14 x 2.5 rm/2.5 0.7 1.8 22 777 842 14 16 0.41 1,000

16 x 2.5 re/4 0.7 1.8 23 810 940 14 16 0.41 1,000

16 x 2.5 rm/4 0.7 1.8 23 868 842 14 16 0.41 1,000

19 x 2.5 re/4 0.7 1.8 24 910 940 13 14 0.41 1,000

19 x 2.5 rm/4 0.7 1.8 24 963 842 13 14 0.41 1,000

21 x 2.5 re/6 0.7 1.8 25 986 940 13 14 0.41 1,000

21 x 2.5 rm/6 0.7 1.8 27 1,045 842 13 14 0.41 1,000

24 x 2.5 re/6 0.7 1.8 28 1,015 940 11 13 0.41 1,000

24 x 2.5 rm/6 0.7 1.9 30 1,196 842 11 13 0.41 1,000

30 x 2.5 re/6 0.7 1.9 29 1,312 940 11 13 0.41 1,000

30 x 2.5 rm/6 0.7 1.9 31 1,399 842 11 13 0.41 1,000

40 x 2.5 re/10 0.7 2.0 32 1,654 940 9 10 0.41 1,000

40 x 2.5 rm/10 0.7 2.0 34 1,805 842 9 10 0.41 1,000

52 x 2.5 re/10 0.7 2.1 3 2,113 940 9 10 0.41 1,000

52 x 2.5 rm/10 0.7 2.2 38 2,265 842 9 10 0.41 1,000

61 x 2.5 re/10 0.7 2.2 38 2,415 940 8 9 0.41 1,000

61 x 2.5 rm/10 0.7 2.2 41 2,579 842 8 9 0.41 1,000
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SNI IEC 60502-1 : 2009
IEC 60502-1 : 2004

Conductor
Annealed plain copper round solid or round circular stranded 
according to SNI IEC 60228, SPLN 41-1

Extruded layer of Cross-Linked Polyethylene (XLPE)
complied with SNI IEC 60502 - 1 ; SPLN 41-9

Colour :  

Inner Covering / 
Extruded Polyvinyl Chloride (PVC), Black colour

Outer Sheath
The Outer Sheath shall be a layer of Extruded Polyvinyl 
Chloride (PVC) grade ST2 to IEC 60502-1, grade YM/2 to 
SPLN 41-2. Black colour.

 :

Special Features on Request :
re Resist Retardant Ca Resistance 

   Zero Halogen- Black, with White printed number
- Black With Numbering + 1 Core Yellow Strip Green

Note : [re] Round solid conductor
   [rm] Circular stranded conductor
 
Packing : [D] Drum

Shield
Helically copper wire with transverse helix of annealed 
copper tape

Copper Conductor XLPE Insulated,  Concentric Copper wire Screened and PVC Sheathed Control Cable

Cu/XLPE/CWS/PVC 0.6/1 kV (N2XCY)

No. of cores and 

conductor / screen

Nominal thickness Overall 
Diameter

Weight of 
cable

DC Resistance
at 20 °C

Current Carrying
Capacity at 30 °C

Short circuit
current of 

conductor at 
1.0 sec

Standard
Delivery length 

Outer sheath (approx) (approx) In AIR In GROUND

sq.mm mm mm Kg/Km A kA m

7 x 4 re/4 0.7 1.8 20 599 784 25 28 0.64 1,000

7 x 4 rm/4 0.7 1.8 21 342 704 25 28 0.64 1,000

8 x 4 re/4 0.7 1.8 21 665 784 25 28 0.64 1,000

8 x 4 rm/4 0.7 1.8 22 709 704 25 28 0.64 1,000

10 x 4 re/6 0.7 1.8 23 799 784 21 23 0.64 1,000

10 x 4 rm/6 0.7 1.8 24 863 704 21 23 0.64 1,000

12 x 4 re/6 0.7 1.8 24 899 784 21 23 0.64 1,000

12 x 4 rm/6 0.7 1.8 25 968 704 21 23 0.64 1,000

14 x 4 re/6 0.7 1.8 24 995 784 20 21 0.64 1,000

14 x 4 rm/6 0.7 1.8 26 1,055 704 20 21 0.64 1,000

16 x 4 re/6 0.7 1.8 26 1,095 784 20 21 0.64 1,000

16 x 4 rm/6 0.7 1.8 27 1,168 704 20 21 0.64 1,000

19 x 4 re/10 0.7 1.8 27 1,236 784 17 18 0.64 1,000

19 x 4 rm/10 0.7 1.8 28 1,319 704 17 18 0.64 1,000

21 x 4 re/10 0.7 1.8 29 1,345 784 17 18 0.64 1,000

21 x 4 rm/10 0.7 1.9 30 1,439 704 17 18 0.64 1,000

24 x 4 re/10 0.7 1.9 31 1,540 784 15 16 0.64 1,000

24 x 4 rm/10 0.7 2.0 33 1,642 704 15 16 0.64 1,000

30 x 4 re/10 0.7 2.0 32 1,821 784 15 16 0.64 1,000

30 x 4 rm/10 0.7 2.1 35 1,996 704 15 16 0.64 1,000

40 x 4 re/10 0.7 2.1 36 2,356 784 13 14 0.64 1,000

40 x 4 rm/10 0.7 2.2 39 2,527 704 13 14 0.64 1,000

52 x 4 re/10 0.7 2.2 41 2,979 784 13 14 0.64 500

52 x 4 rm/10 0.7 2.3 43 3,197 704 13 14 0.64 500

61 x 4 re/10 0.7 2.3 44 3,417 784 11 13 0.64 500

61 x 4 rm/10 0.7 2.4 47 3,713 704 11 13 0.64 500
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SNI IEC 60502-1 : 2009
IEC 60502-1 : 2004

Conductor
Annealed plain copper round solid or round circular stranded 
according to SNI IEC 60228, SPLN 41-1

Extruded layer of Cross-Linked Polyethylene (XLPE)
complied with SNI IEC 60502 - 1 ; SPLN 41-9

Colour :   

Inner Covering / 
Extruded Polyvinyl Chloride (PVC), Black colour

Outer Sheath
The Outer Sheath shall be a layer of Extruded Polyvinyl 
Chloride (PVC) grade ST2 to IEC 60502-1, grade YM/2 to 
SPLN 41-2. Black colour.

 :

Special Features on Request :
re Resist Retardant Ca Resistance 

   Zero Halogen- Black, with White printed number
- Black With Numbering + 1 Core Yellow Strip Green

Note : [re] Round solid conductor
   [rm] Circular stranded conductor
 
Packing : [D] Drum

Shield
Helically copper wire with transverse helix of annealed 
copper tape

Copper Conductor XLPE Insulated,  Concentric Copper wire Screened and PVC Sheathed Control Cable

Cu/XLPE/CWS/PVC 0.6/1 kV (N2XCY)

No. of cores and 

conductor / screen

Nominal thickness Overall 
Diameter

Weight of 
cable

DC Resistance
at 20 °C

Current Carrying
Capacity at 30 °C

Short circuit
current of 

conductor at 
1.0 sec

Standard
Delivery length 

Outer sheath (approx) (approx) In AIR In GROUND

sq.mm mm mm Kg/Km A kA m

7 x 2.5 re/2.5 0.7 1.8 18 449 940 18 22 0.41 1,000

7 x 2.5 rm/2.5 0.7 1.8 18 476 842 18 22 0.41 1,000

8 x 2.5 re/2.5 0.7 1.8 19 498 940 18 22 0.41 1,000

8 x 2.5 rm/2.5 0.7 1.8 20 530 842 18 22 0.41 1,000

10 x 2.5 re/2.5 0.7 1.8 21 605 940 15 18 0.41 1,000

10 x 2.5 rm/2.5 0.7 1.8 22 645 842 15 18 0.41 1,000

12 x 2.5 re/2.5 0.7 1.8 22 669 940 15 18 0.41 1,000

12 x 2.5 rm/2.5 0.7 1.8 23 715 842 15 18 0.41 1,000

14 x 2.5 re/2.5 0.7 1.8 22 735 940 14 16 0.41 1,000

14 x 2.5 rm/2.5 0.7 1.8 22 777 842 14 16 0.41 1,000

16 x 2.5 re/4 0.7 1.8 23 810 940 14 16 0.41 1,000

16 x 2.5 rm/4 0.7 1.8 23 868 842 14 16 0.41 1,000

19 x 2.5 re/4 0.7 1.8 24 910 940 13 14 0.41 1,000

19 x 2.5 rm/4 0.7 1.8 24 963 842 13 14 0.41 1,000

21 x 2.5 re/6 0.7 1.8 25 986 940 13 14 0.41 1,000

21 x 2.5 rm/6 0.7 1.8 27 1,045 842 13 14 0.41 1,000

24 x 2.5 re/6 0.7 1.8 28 1,015 940 11 13 0.41 1,000

24 x 2.5 rm/6 0.7 1.9 30 1,196 842 11 13 0.41 1,000

30 x 2.5 re/6 0.7 1.9 29 1,312 940 11 13 0.41 1,000

30 x 2.5 rm/6 0.7 1.9 31 1,399 842 11 13 0.41 1,000

40 x 2.5 re/10 0.7 2.0 32 1,654 940 9 10 0.41 1,000

40 x 2.5 rm/10 0.7 2.0 34 1,805 842 9 10 0.41 1,000

52 x 2.5 re/10 0.7 2.1 3 2,113 940 9 10 0.41 1,000

52 x 2.5 rm/10 0.7 2.2 38 2,265 842 9 10 0.41 1,000

61 x 2.5 re/10 0.7 2.2 38 2,415 940 8 9 0.41 1,000

61 x 2.5 rm/10 0.7 2.2 41 2,579 842 8 9 0.41 1,000
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SNI IEC 60502-1 : 2009
IEC 60502-1 : 2004

Conductor
Annealed plain copper round solid or round circular stranded 
according to SNI IEC 60228, SPLN 41-1

Extruded layer of Cross-Linked Polyethylene (XLPE)
complied with SNI IEC 60502 - 1 ; SPLN 41-9

Colour :  

Inner Covering / 
Extruded Polyvinyl Chloride (PVC), Black colour

Outer Sheath
The Outer Sheath shall be a layer of Extruded Polyvinyl 
Chloride (PVC) grade ST2 to IEC 60502-1, grade YM/2 to 
SPLN 41-2. Black colour.

 :

Special Features on Request :
re Resist Retardant Ca Resistance 

   Zero Halogen- Black, with White printed number
- Black With Numbering + 1 Core Yellow Strip Green

Note : [re] Round solid conductor
   [rm] Circular stranded conductor
 
Packing : [D] Drum

Shield
Helically copper wire with transverse helix of annealed 
copper tape

Copper Conductor XLPE Insulated,  Concentric Copper wire Screened and PVC Sheathed Control Cable

Cu/XLPE/CWS/PVC 0.6/1 kV (N2XCY)

No. of cores and 

conductor / screen

Nominal thickness Overall 
Diameter

Weight of 
cable

DC Resistance
at 20 °C

Current Carrying
Capacity at 30 °C

Short circuit
current of 

conductor at 
1.0 sec

Standard
Delivery length 

Outer sheath (approx) (approx) In AIR In GROUND

sq.mm mm mm Kg/Km A kA m

7 x 4 re/4 0.7 1.8 20 599 784 25 28 0.64 1,000

7 x 4 rm/4 0.7 1.8 21 342 704 25 28 0.64 1,000

8 x 4 re/4 0.7 1.8 21 665 784 25 28 0.64 1,000

8 x 4 rm/4 0.7 1.8 22 709 704 25 28 0.64 1,000

10 x 4 re/6 0.7 1.8 23 799 784 21 23 0.64 1,000

10 x 4 rm/6 0.7 1.8 24 863 704 21 23 0.64 1,000

12 x 4 re/6 0.7 1.8 24 899 784 21 23 0.64 1,000

12 x 4 rm/6 0.7 1.8 25 968 704 21 23 0.64 1,000

14 x 4 re/6 0.7 1.8 24 995 784 20 21 0.64 1,000

14 x 4 rm/6 0.7 1.8 26 1,055 704 20 21 0.64 1,000

16 x 4 re/6 0.7 1.8 26 1,095 784 20 21 0.64 1,000

16 x 4 rm/6 0.7 1.8 27 1,168 704 20 21 0.64 1,000

19 x 4 re/10 0.7 1.8 27 1,236 784 17 18 0.64 1,000

19 x 4 rm/10 0.7 1.8 28 1,319 704 17 18 0.64 1,000

21 x 4 re/10 0.7 1.8 29 1,345 784 17 18 0.64 1,000

21 x 4 rm/10 0.7 1.9 30 1,439 704 17 18 0.64 1,000

24 x 4 re/10 0.7 1.9 31 1,540 784 15 16 0.64 1,000

24 x 4 rm/10 0.7 2.0 33 1,642 704 15 16 0.64 1,000

30 x 4 re/10 0.7 2.0 32 1,821 784 15 16 0.64 1,000

30 x 4 rm/10 0.7 2.1 35 1,996 704 15 16 0.64 1,000

40 x 4 re/10 0.7 2.1 36 2,356 784 13 14 0.64 1,000

40 x 4 rm/10 0.7 2.2 39 2,527 704 13 14 0.64 1,000

52 x 4 re/10 0.7 2.2 41 2,979 784 13 14 0.64 500

52 x 4 rm/10 0.7 2.3 43 3,197 704 13 14 0.64 500

61 x 4 re/10 0.7 2.3 44 3,417 784 11 13 0.64 500

61 x 4 rm/10 0.7 2.4 47 3,713 704 11 13 0.64 500
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SNI IEC 60502-1 : 2009
IEC 60502-1 : 2004

Conductor
Annealed plain copper round solid or round circular stranded 
according to SNI IEC 60228, SPLN 41-1

Extruded layer of Cross-Linked Polyethylene (XLPE)
complied with SNI IEC 60502 - 1 ; SPLN 41-9

Colour :   

Inner Covering / 
Extruded Polyvinyl Chloride (PVC), Black colour

Outer Sheath
The Outer Sheath shall be a layer of Extruded Polyvinyl 
Chloride (PVC) grade ST2 to IEC 60502-1, grade YM/2 to 
SPLN 41-2. Black colour.

 :

Special Features on Request :
re Resist Retardant Ca Resistance 

   Zero Halogen- Black, with White printed number
- Black With Numbering + 1 Core Yellow Strip Green

Note : [re] Round solid conductor
   [rm] Circular stranded conductor
 
Packing : [D] Drum

Shield
Helically copper wire with transverse helix of annealed 
copper tape

Copper Conductor XLPE Insulated,  Concentric Copper wire Screened and PVC Sheathed Control Cable

Cu/XLPE/CWS/PVC 0.6/1 kV (N2XCY)

No. of cores and 

conductor / screen

Nominal thickness Overall 
Diameter

Weight of 
cable

DC Resistance
at 20 °C

Current Carrying
Capacity at 30 °C

Short circuit
current of 

conductor at 
1.0 sec

Standard
Delivery length 

Outer sheath (approx) (approx) In AIR In GROUND

sq.mm mm mm Kg/Km A kA m

7 x 6 re/6 0.7 1.8 22 779 667 32 36 0.93 1,000

7 x 6 rm/6 0.7 1.8 23 823 590 32 36 0.93 1,000

8 x 6 re/10 0.7 1.8 24 868 667 32 36 0.93 1,000

8 x 6 rm/10 0.7 1.8 26 917 590 32 36 0.93 1,000

10 x 6 re/10 0.7 1.8 28 1,047 667 28 30 0.93 1,000

10 x 6 rm/10 0.7 1.8 28 1,117 590 28 30 0.93 1,000

12 x 6 re/10 0.7 1.8 29 1,189 667 28 30 0.93 1,000

12 x 6 rm/10 0.7 1.8 29 1,262 590 28 30 0.93 1,000

14 x 6 re/10 0.7 1.9 30 1,305 667 25 26 0.93 1,000

14 x 6 rm/10 0.7 1.9 30 1,397 590 25 26 0.93 1,000

16 x 6 re/10 0.7 1.9 32 1,465 667 25 26 0.93 1,000

16 x 6 rm/10 0.7 1.9 31 1,555 590 25 26 0.93 1,000

19 x 6 re/10 0.7 2.0 33 1,658 667 22 23 0.93 1,000

19 x 6 rm/10 0.7 2.0 33 1,463 590 22 23 0.93 1,000

21 x 6 re/10 0.7 2.0 35 1,799 667 22 23 0.93 1,000

21 x 6 rm/10 0.7 2.1 36 1,919 590 22 23 0.93 1,000

24 x 6 re/10 0.7 2.1 38 2,089 667 20 21 0.93 1,000

24 x 6 rm/10 0.7 2.2 38 2,239 590 20 21 0.93 1,000

30 x 6 re/10 0.7 2.2 38 2,490 667 20 21 0.93 1,000

30 x 6 rm/10 0.7 2.3 40 2,662 590 20 21 0.93 1,000

40 x 6 re/10 0.7 2.3 42 3,183 667 17 18 0.93 500

40 x 6 rm/10 0.7 2.4 45 3,395 590 17 18 0.93 500

52 x 6 re/10 0.7 2.5 47 4,099 667 17 18 0.93 500

52 x 6 rm/10 0.7 2.6 41 4,387 590 17 18 0.93 500

61 x 6 re/10 0.7 2.6 50 4,705 667 15 16 0.93 500

61 x 6 rm/10 0.7 2.7 53 5,023 590 15 16 0.93 500
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SNI IEC 60502-1 : 2009
IEC 60502-1 : 2004

Conductor
Annealed plain copper round solid or round circular stranded 
according to SNI IEC 60228, SPLN 41-1

Extruded layer of Cross-Linked Polyethylene (XLPE)
complied with SNI IEC 60502 - 1 ; SPLN 41-9

Colour :  

Inner Covering / 
Extruded Polyvinyl Chloride (PVC), Black colour

Outer Sheath
The Outer Sheath shall be a layer of Extruded Polyvinyl 
Chloride (PVC) grade ST2 to IEC 60502-1, grade YM/2 to 
SPLN 41-2. Black colour.

 :

Special Features on Request :
re Resist Retardant Ca Resistance 

   Zero Halogen- Black, with White printed number
- Black With Numbering + 1 Core Yellow Strip Green

Note : [re] Round solid conductor
   [rm] Circular stranded conductor
 
Packing : [D] Drum

Shield
Helically copper wire with transverse helix of annealed 
copper tape

Copper Conductor XLPE Insulated,  Concentric Copper wire Screened and PVC Sheathed Control Cable

Cu/XLPE/CWS/PVC 0.6/1 kV (N2XCY)

No. of cores and 

conductor / screen

Nominal thickness Overall 
Diameter

Weight of 
cable

DC Resistance
at 20 °C

Current Carrying
Capacity at 30 °C

Short circuit
current of 

conductor at 
1.0 sec

Standard
Delivery length 

Outer sheath (approx) (approx) In AIR In GROUND

sq.mm mm mm Kg/Km A kA m

7 x 4 re/4 0.7 1.8 20 599 784 25 28 0.64 1,000

7 x 4 rm/4 0.7 1.8 21 342 704 25 28 0.64 1,000

8 x 4 re/4 0.7 1.8 21 665 784 25 28 0.64 1,000

8 x 4 rm/4 0.7 1.8 22 709 704 25 28 0.64 1,000

10 x 4 re/6 0.7 1.8 23 799 784 21 23 0.64 1,000

10 x 4 rm/6 0.7 1.8 24 863 704 21 23 0.64 1,000

12 x 4 re/6 0.7 1.8 24 899 784 21 23 0.64 1,000

12 x 4 rm/6 0.7 1.8 25 968 704 21 23 0.64 1,000

14 x 4 re/6 0.7 1.8 24 995 784 20 21 0.64 1,000

14 x 4 rm/6 0.7 1.8 26 1,055 704 20 21 0.64 1,000

16 x 4 re/6 0.7 1.8 26 1,095 784 20 21 0.64 1,000

16 x 4 rm/6 0.7 1.8 27 1,168 704 20 21 0.64 1,000

19 x 4 re/10 0.7 1.8 27 1,236 784 17 18 0.64 1,000

19 x 4 rm/10 0.7 1.8 28 1,319 704 17 18 0.64 1,000

21 x 4 re/10 0.7 1.8 29 1,345 784 17 18 0.64 1,000

21 x 4 rm/10 0.7 1.9 30 1,439 704 17 18 0.64 1,000

24 x 4 re/10 0.7 1.9 31 1,540 784 15 16 0.64 1,000

24 x 4 rm/10 0.7 2.0 33 1,642 704 15 16 0.64 1,000

30 x 4 re/10 0.7 2.0 32 1,821 784 15 16 0.64 1,000

30 x 4 rm/10 0.7 2.1 35 1,996 704 15 16 0.64 1,000

40 x 4 re/10 0.7 2.1 36 2,356 784 13 14 0.64 1,000

40 x 4 rm/10 0.7 2.2 39 2,527 704 13 14 0.64 1,000

52 x 4 re/10 0.7 2.2 41 2,979 784 13 14 0.64 500

52 x 4 rm/10 0.7 2.3 43 3,197 704 13 14 0.64 500

61 x 4 re/10 0.7 2.3 44 3,417 784 11 13 0.64 500

61 x 4 rm/10 0.7 2.4 47 3,713 704 11 13 0.64 500

50sales@kabelindo.co.id

SNI IEC 60502-1 : 2009
IEC 60502-1 : 2004

Conductor
Annealed plain copper round solid or round circular stranded 
according to SNI IEC 60228, SPLN 41-1

Extruded layer of Cross-Linked Polyethylene (XLPE)
complied with SNI IEC 60502 - 1 ; SPLN 41-9

Colour :   

Inner Covering / 
Extruded Polyvinyl Chloride (PVC), Black colour

Outer Sheath
The Outer Sheath shall be a layer of Extruded Polyvinyl 
Chloride (PVC) grade ST2 to IEC 60502-1, grade YM/2 to 
SPLN 41-2. Black colour.

 :

Special Features on Request :
re Resist Retardant Ca Resistance 

   Zero Halogen- Black, with White printed number
- Black With Numbering + 1 Core Yellow Strip Green

Note : [re] Round solid conductor
   [rm] Circular stranded conductor
 
Packing : [D] Drum

Shield
Helically copper wire with transverse helix of annealed 
copper tape

Copper Conductor XLPE Insulated,  Concentric Copper wire Screened and PVC Sheathed Control Cable

Cu/XLPE/CWS/PVC 0.6/1 kV (N2XCY)

No. of cores and 

conductor / screen

Nominal thickness Overall 
Diameter

Weight of 
cable

DC Resistance
at 20 °C

Current Carrying
Capacity at 30 °C

Short circuit
current of 

conductor at 
1.0 sec

Standard
Delivery length 

Outer sheath (approx) (approx) In AIR In GROUND

sq.mm mm mm Kg/Km A kA m

7 x 6 re/6 0.7 1.8 22 779 667 32 36 0.93 1,000

7 x 6 rm/6 0.7 1.8 23 823 590 32 36 0.93 1,000

8 x 6 re/10 0.7 1.8 24 868 667 32 36 0.93 1,000

8 x 6 rm/10 0.7 1.8 26 917 590 32 36 0.93 1,000

10 x 6 re/10 0.7 1.8 28 1,047 667 28 30 0.93 1,000

10 x 6 rm/10 0.7 1.8 28 1,117 590 28 30 0.93 1,000

12 x 6 re/10 0.7 1.8 29 1,189 667 28 30 0.93 1,000

12 x 6 rm/10 0.7 1.8 29 1,262 590 28 30 0.93 1,000

14 x 6 re/10 0.7 1.9 30 1,305 667 25 26 0.93 1,000

14 x 6 rm/10 0.7 1.9 30 1,397 590 25 26 0.93 1,000

16 x 6 re/10 0.7 1.9 32 1,465 667 25 26 0.93 1,000

16 x 6 rm/10 0.7 1.9 31 1,555 590 25 26 0.93 1,000

19 x 6 re/10 0.7 2.0 33 1,658 667 22 23 0.93 1,000

19 x 6 rm/10 0.7 2.0 33 1,463 590 22 23 0.93 1,000

21 x 6 re/10 0.7 2.0 35 1,799 667 22 23 0.93 1,000

21 x 6 rm/10 0.7 2.1 36 1,919 590 22 23 0.93 1,000

24 x 6 re/10 0.7 2.1 38 2,089 667 20 21 0.93 1,000

24 x 6 rm/10 0.7 2.2 38 2,239 590 20 21 0.93 1,000

30 x 6 re/10 0.7 2.2 38 2,490 667 20 21 0.93 1,000

30 x 6 rm/10 0.7 2.3 40 2,662 590 20 21 0.93 1,000

40 x 6 re/10 0.7 2.3 42 3,183 667 17 18 0.93 500

40 x 6 rm/10 0.7 2.4 45 3,395 590 17 18 0.93 500

52 x 6 re/10 0.7 2.5 47 4,099 667 17 18 0.93 500

52 x 6 rm/10 0.7 2.6 41 4,387 590 17 18 0.93 500

61 x 6 re/10 0.7 2.6 50 4,705 667 15 16 0.93 500

61 x 6 rm/10 0.7 2.7 53 5,023 590 15 16 0.93 500


