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SNI IEC 60502-1 : 2009
SPLN 43-7 : 1994
IEC 60502-1 : 2004

Conductor
Annealed plain copper round solid or round circular stranded 
according to SNI IEC 60228, SPLN 41-1

Extruded layer of Cross-Linked Polyethylene (XLPE)
complied with SNI IEC 60502 - 1 ; SPLN 41-9

Colour :   

Inner Covering / 
Extruded Polyvinyl Chloride (PVC), Black colour

Armour

Outer Sheath
The Outer Sheath shall be a layer of Extruded Polyvinyl 
Chloride (PVC) grade ST2 to IEC 60502-1, grade YM/2 to 
SPLN 41-2. Black colour.

 :

Special Features on Request :
re Resist Retardant Ca Resistance 

   Zero Halogen

helix layer of galvanized steel tape

suitable for direct burying in ground.

Copper Conductor XLPE Insulated Galvanized Flat Steel Wires Armour and PVC Sheathed Power Cable

Cu/XLPE/SFA/PVC 0.6/1 kV (N2XFGbY)

- Yellow Strip Green, Light Blue, Brown, Black 
And Grey

Note : [re] Round solid conductor
   [rm] Circular stranded conductor
 
Packing : [D] Drum

No. of cores and 
Nominal thickness Overall 

Diameter
Weight of 

cable
DC Resistance

at 20 °C
Current Carrying
Capacity at 30 °C

Short circuit
current of 

conductor at 
1.0 sec

Standard
Delivery length 

Outer sheath (approx) (approx) In Air In Ground

sq.mm mm mm Kg/Km A kA m

5 x 10 re 0.7 1.8 23 1,180 538 75 88 1.53 1,000

5 x 10 rm 0.7 1.8 24 1,262 473 75 88 1.53 1,000

5 x 16 rm 0.7 1.8 27 1,717 392 91 101 2.41 1,000

5 x 25 rm 0.9 2.0 32 2,465 400 119 132 3.73 1,000

5 x 35 rm 0.9 2.1 36 3,114 348 148 156 5.18 1,000

5 x 50 rm 1.0 2.3 40 3,945 326 182 187 7.36 500

5 x 70 rm 1.1 2.5 47 5,360 303 228 233 10.26 500
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SNI IEC 60502-1 : 2009
SPLN 43-7 : 1994
IEC 60502-1 : 2004

Conductor
Annealed plain copper round solid or round circular stranded 
according to SNI IEC 60228, SPLN 41-1

Extruded layer of Cross-Linked Polyethylene (XLPE)
complied with SNI IEC 60502 - 1 ; SPLN 41-9

Colour :  

Inner Covering / 
Extruded Polyvinyl Chloride (PVC), Black colour

Armour

Outer Sheath
The Outer Sheath shall be a layer of Extruded Polyvinyl 
Chloride (PVC) grade ST2 to IEC 60502-1, grade YM/2 to 
SPLN 41-2. Black colour.

 :

Special Features on Request :
re Resist Retardant Ca Resistance 

   Zero Halogen

helix layer of galvanized steel tape

suitable for direct burying in ground, outdoor, indoor and in ducts

- Black, with White printed number
- Black With Numbering + 1 Core Yellow Strip Green

Note : [re] Round solid conductor
   [rm] Circular stranded conductor
 
Packing : [D] Drum

Cu/XLPE/SFA/PVC 0.6/1 kV (N2XFGbY)

Copper Conductor XLPE Insulated Galvanized Flat Steel Wires Armour and PVC Sheathed Control Cable 

No. of cores and 
Nominal thickness Overall 

Diameter
Weight of 

cable
DC Resistance

at 20 °C
Current Carrying
Capacity at 30 °C

Short circuit
current of 

conductor at 
1.0 sec

Standard
Delivery length 

Outer sheath (approx) (approx) In Air In Ground

sq.mm mm mm Kg/Km A kA m

14 x 1.5 re 0.7 1.8 22 840 1121 9 11 0.26 500

14 x 1.5 rm 0.7 1.8 22 885 1020 9 11 0.26 500

16 x 1.5 re 0.7 1.8 23 923 1121 9 11 0.26 500

16 x 1.5 rm 0.7 1.8 23 941 1020 9 11 0.26 500

19 x 1.5 re 0.7 1.8 23 1,013 1121 8 10 0.26 500

19 x 1.5 rm 0.7 1.8 24 1,031 1020 8 10 0.26 500

21 x 1.5 re 0.7 1.8 24 1,068 1121 8 10 0.26 500

21 x 1.5 rm 0.7 1.8 25 1,113 1020 8 10 0.26 500

24 x 1.5 re 0.7 1.8 26 1,217 1121 7 9 0.26 500

24 x 1.5 rm 0.7 1.8 27 1,240 1020 7 9 0.26 500

30 x 1.5 re 0.7 1.8 27 1,348 1121 7 9 0.26 500

30 x 1.5 rm 0.7 1.8 28 1,402 1020 7 9 0.26 500

40 x 1.5 re 0.7 1.9 30 1,541 1121 6 8 0.26 500

40 x 1.5 rm 0.7 1.9 30 1,702 1020 6 8 0.26 500

52 x 1.5 re 0.7 2.0 33 1,986 1121 6 8 0.26 500

52 x 1.5 rm 0.7 2.1 35 2,054 1020 6 8 0.26 500

61 x 1.5 re 0.7 2.1 35 2,242 1121 5 7 0.26 500

61 x 1.5  rm 0.7 2.1 37 2,289 1020 5 7 0.26 500
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SNI IEC 60502-1 : 2009
SPLN 43-7 : 1994
IEC 60502-1 : 2004

Conductor
Annealed plain copper round solid or round circular stranded 
according to SNI IEC 60228, SPLN 41-1

Extruded layer of Cross-Linked Polyethylene (XLPE)
complied with SNI IEC 60502 - 1 ; SPLN 41-9

Colour :   

Inner Covering / 
Extruded Polyvinyl Chloride (PVC), Black colour

Armour

Outer Sheath
The Outer Sheath shall be a layer of Extruded Polyvinyl 
Chloride (PVC) grade ST2 to IEC 60502-1, grade YM/2 to 
SPLN 41-2. Black colour.

 :

Special Features on Request :
re Resist Retardant Ca Resistance 

   Zero Halogen

helix layer of galvanized steel tape

suitable for direct burying in ground, outdoor, indoor and in ducts

- Black, with White printed number
- Black With Numbering + 1 Core Yellow Strip Green

Note : [re] Round solid conductor
   [rm] Circular stranded conductor
 
Packing : [D] Drum

Cu/XLPE/SFA/PVC 0.6/1 kV (N2XFGbY)

Copper Conductor XLPE Insulated Galvanized Flat Steel Wires Armour and PVC Sheathed Control Cable 

No. of cores and 
Nominal thickness Overall 

Diameter
Weight of 

cable
DC Resistance

at 20 °C
Current Carrying
Capacity at 30 °C

Short circuit 
current of 

conductor at 
1.0 sec

Standard
Delivery length 

Outer sheath (approx) (approx) In Air In Ground

sq.mm mm mm Kg/Km A kA m

10 x 2.5 re 0.7 1.8 22 830 940 15 18 0.41 500

10 x 2.5 rm 0.7 1.8 23 987 842 15 18 0.41 500

12 x 2.5 re 0.7 1.8 23 995 940 15 18 0.41 500

12 x 2.5 rm 0.7 1.8 24 1,056 842 15 18 0.41 500

14 x 2.5 re 0.7 1.8 24 1,092 940 14 16 0.41 500

14 x 2.5 rm 0.7 1.8 25 1,158 842 14 16 0.41 500

16 x 2.5 re 0.7 1.8 25 1,167 940 14 16 0.41 500

16 x 2.5 rm 0.7 1.8 26 1,237 842 14 16 0.41 500

19 x 2.5 re 0.7 1.8 26 1,295 940 12 14 0.41 500

19 x 2.5 rm 0.7 1.8 27 1,371 842 12 14 0.41 500

21 x 2.5 re 0.7 1.9 27 1,396 940 12 14 0.41 500

21 x 2.5 rm 0.7 1.9 28 1,481 842 12 14 0.41 500

24 x 2.5 re 0.7 1.9 29 1,560 940 11 13 0.41 500

24 x 2.5 rm 0.7 1.9 31 1,681 842 11 13 0.41 500

30 x 2.5 re 0.7 1.9 31 1,788 940 11 13 0.41 500

30 x 2.5 rm 0.7 2.0 32 1,920 842 11 13 0.41 500

40 x 2.5 re 0.7 2.0 34 2,191 940 9 10 0.41 500

40 x 2.5 rm 0.7 2.1 36 2,346 842 9 10 0.41 500

52 x 2.5 re 0.7 2.2 38 2701 940 9 10 0.41 500

52 x 2.5 rm 0.7 2.2 40 2880 842 9 10 0.41 500

61 x 2.5 re 0.7 2.2 40 3030 940 8 9 0.41 500

61 x 2.5  rm 0.7 2.3 43 3239 842 8 9 0.41 500
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SNI IEC 60502-1 : 2009
SPLN 43-7 : 1994
IEC 60502-1 : 2004

Conductor
Annealed plain copper round solid or round circular stranded 
according to SNI IEC 60228, SPLN 41-1

Extruded layer of Cross-Linked Polyethylene (XLPE)
complied with SNI IEC 60502 - 1 ; SPLN 41-9

Colour :  

Inner Covering / 
Extruded Polyvinyl Chloride (PVC), Black colour

Armour

Outer Sheath
The Outer Sheath shall be a layer of Extruded Polyvinyl 
Chloride (PVC) grade ST2 to IEC 60502-1, grade YM/2 to 
SPLN 41-2. Black colour.

 :

Special Features on Request :
re Resist Retardant Ca Resistance 

   Zero Halogen

helix layer of galvanized steel tape

suitable for direct burying in ground, outdoor, indoor and in ducts

- Black, with White printed number
- Black With Numbering + 1 Core Yellow Strip Green

Note : [re] Round solid conductor
   [rm] Circular stranded conductor
 
Packing : [D] Drum

Cu/XLPE/SFA/PVC 0.6/1 kV (N2XFGbY)

Copper Conductor XLPE Insulated Galvanized Flat Steel Wires Armour and PVC Sheathed Control Cable 

No. of cores and 
Nominal thickness Overall 

Diameter
Weight of 

cable
DC Resistance

at 20 °C
Current Carrying
Capacity at 30 °C

Short circuit
current of 

conductor at 
1.0 sec

Standard
Delivery length 

Outer sheath (approx) (approx) In Air In Ground

sq.mm mm mm Kg/Km A kA m

14 x 1.5 re 0.7 1.8 22 840 1121 9 11 0.26 500

14 x 1.5 rm 0.7 1.8 22 885 1020 9 11 0.26 500

16 x 1.5 re 0.7 1.8 23 923 1121 9 11 0.26 500

16 x 1.5 rm 0.7 1.8 23 941 1020 9 11 0.26 500

19 x 1.5 re 0.7 1.8 23 1,013 1121 8 10 0.26 500

19 x 1.5 rm 0.7 1.8 24 1,031 1020 8 10 0.26 500

21 x 1.5 re 0.7 1.8 24 1,068 1121 8 10 0.26 500

21 x 1.5 rm 0.7 1.8 25 1,113 1020 8 10 0.26 500

24 x 1.5 re 0.7 1.8 26 1,217 1121 7 9 0.26 500

24 x 1.5 rm 0.7 1.8 27 1,240 1020 7 9 0.26 500

30 x 1.5 re 0.7 1.8 27 1,348 1121 7 9 0.26 500

30 x 1.5 rm 0.7 1.8 28 1,402 1020 7 9 0.26 500

40 x 1.5 re 0.7 1.9 30 1,541 1121 6 8 0.26 500

40 x 1.5 rm 0.7 1.9 30 1,702 1020 6 8 0.26 500

52 x 1.5 re 0.7 2.0 33 1,986 1121 6 8 0.26 500

52 x 1.5 rm 0.7 2.1 35 2,054 1020 6 8 0.26 500

61 x 1.5 re 0.7 2.1 35 2,242 1121 5 7 0.26 500

61 x 1.5  rm 0.7 2.1 37 2,289 1020 5 7 0.26 500

30sales@kabelindo.co.id

SNI IEC 60502-1 : 2009
SPLN 43-7 : 1994
IEC 60502-1 : 2004

Conductor
Annealed plain copper round solid or round circular stranded 
according to SNI IEC 60228, SPLN 41-1

Extruded layer of Cross-Linked Polyethylene (XLPE)
complied with SNI IEC 60502 - 1 ; SPLN 41-9

Colour :   

Inner Covering / 
Extruded Polyvinyl Chloride (PVC), Black colour

Armour

Outer Sheath
The Outer Sheath shall be a layer of Extruded Polyvinyl 
Chloride (PVC) grade ST2 to IEC 60502-1, grade YM/2 to 
SPLN 41-2. Black colour.

 :

Special Features on Request :
re Resist Retardant Ca Resistance 

   Zero Halogen

helix layer of galvanized steel tape

suitable for direct burying in ground, outdoor, indoor and in ducts

- Black, with White printed number
- Black With Numbering + 1 Core Yellow Strip Green

Note : [re] Round solid conductor
   [rm] Circular stranded conductor
 
Packing : [D] Drum

Cu/XLPE/SFA/PVC 0.6/1 kV (N2XFGbY)

Copper Conductor XLPE Insulated Galvanized Flat Steel Wires Armour and PVC Sheathed Control Cable 

No. of cores and 
Nominal thickness Overall 

Diameter
Weight of 

cable
DC Resistance

at 20 °C
Current Carrying
Capacity at 30 °C

Short circuit 
current of 

conductor at 
1.0 sec

Standard
Delivery length 

Outer sheath (approx) (approx) In Air In Ground

sq.mm mm mm Kg/Km A kA m

10 x 2.5 re 0.7 1.8 22 830 940 15 18 0.41 500

10 x 2.5 rm 0.7 1.8 23 987 842 15 18 0.41 500

12 x 2.5 re 0.7 1.8 23 995 940 15 18 0.41 500

12 x 2.5 rm 0.7 1.8 24 1,056 842 15 18 0.41 500

14 x 2.5 re 0.7 1.8 24 1,092 940 14 16 0.41 500

14 x 2.5 rm 0.7 1.8 25 1,158 842 14 16 0.41 500

16 x 2.5 re 0.7 1.8 25 1,167 940 14 16 0.41 500

16 x 2.5 rm 0.7 1.8 26 1,237 842 14 16 0.41 500

19 x 2.5 re 0.7 1.8 26 1,295 940 12 14 0.41 500

19 x 2.5 rm 0.7 1.8 27 1,371 842 12 14 0.41 500

21 x 2.5 re 0.7 1.9 27 1,396 940 12 14 0.41 500

21 x 2.5 rm 0.7 1.9 28 1,481 842 12 14 0.41 500

24 x 2.5 re 0.7 1.9 29 1,560 940 11 13 0.41 500

24 x 2.5 rm 0.7 1.9 31 1,681 842 11 13 0.41 500

30 x 2.5 re 0.7 1.9 31 1,788 940 11 13 0.41 500

30 x 2.5 rm 0.7 2.0 32 1,920 842 11 13 0.41 500

40 x 2.5 re 0.7 2.0 34 2,191 940 9 10 0.41 500

40 x 2.5 rm 0.7 2.1 36 2,346 842 9 10 0.41 500

52 x 2.5 re 0.7 2.2 38 2701 940 9 10 0.41 500

52 x 2.5 rm 0.7 2.2 40 2880 842 9 10 0.41 500

61 x 2.5 re 0.7 2.2 40 3030 940 8 9 0.41 500

61 x 2.5  rm 0.7 2.3 43 3239 842 8 9 0.41 500
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SNI IEC 60502-1 : 2009
SPLN 43-7 : 1994
IEC 60502-1 : 2004

Conductor
Annealed plain copper round solid or round circular stranded 
according to SNI IEC 60228, SPLN 41-1

Extruded layer of Cross-Linked Polyethylene (XLPE)
complied with SNI IEC 60502 - 1 ; SPLN 41-9

Colour :  

Inner Covering / 
Extruded Polyvinyl Chloride (PVC), Black colour

Armour

Outer Sheath
The Outer Sheath shall be a layer of Extruded Polyvinyl 
Chloride (PVC) grade ST2 to IEC 60502-1, grade YM/2 to 
SPLN 41-2. Black colour.

 :

Special Features on Request :
re Resist Retardant Ca Resistance 

   Zero Halogen

helix layer of galvanized steel tape

suitable for direct burying in ground, outdoor, indoor and in ducts

- Black, with White printed number
- Black With Numbering + 1 Core Yellow Strip Green

Note : [re] Round solid conductor
   [rm] Circular stranded conductor
 
Packing : [D] Drum

Cu/XLPE/SFA/PVC 0.6/1 kV (N2XFGbY)

Copper Conductor XLPE Insulated Galvanized Flat Steel Wires Armour and PVC Sheathed Control Cable 

No. of cores and 
Nominal thickness Overall 

Diameter
Weight of 

cable
DC Resistance

at 20 °C
Current Carrying
Capacity at 30 °C

Short circuit
current of 

conductor at 
1.0 sec

Standard
Delivery length 

Outer sheath (approx) (approx) In Air In Ground

sq.mm mm mm Kg/Km A kA m

8 x 4 re 0.7 1.8 22 949 784 25 27 0.64 500

8 x 4 rm 0.7 1.8 23 1,013 704 25 27 0.64 500

10 x 4 re 0.7 1.8 24 1,135 784 21 23 0.64 500

10 x 4 rm 0.7 1.8 26 1,209 704 21 23 0.64 500

12 x 4 re 0.7 1.8 25 1,257 784 21 23 0.64 500

12 x 4 rm 0.7 1.8 26 1,335 704 21 23 0.64 500

14 x 4 re 0.7 1.8 26 1,360 784 19 21 0.64 500

14 x 4 rm 0.7 1.8 27 1,447 704 19 21 0.64 500

16 x 4 re 0.7 1.8 27 1,493 784 19 21 0.64 500

16 x 4 rm 0.7 1.9 29 1,950 704 19 21 0.64 500

19 x 4 re 0.7 1.9 28 1,672 784 17 18 0.64 500

19 x 4 rm 0.7 1.9 30 1,781 704 17 18 0.64 500

21 x 4 re 0.7 1.9 29 1,810 784 17 18 0.64 500

21 x 4 rm 0.7 2.0 31 1,926 704 17 18 0.64 500

24 x 4 re 0.7 2.0 32 2,029 784 15 16 0.64 500

24 x 4 rm 0.7 2.1 34 2,183 704 15 16 0.64 500

30 x 4 re 0.7 2.0 34 2,374 784 15 16 0.64 500

30 x 4 rm 0.7 2.1 36 2,522 704 15 16 0.64 500

40 x 4 re 0.7 2.2 38 2938 784 13 14 0.64 500

40 x 4 rm 0.7 2.2 40 3142 704 13 14 0.64 500

52 x 4 re 0.7 2.3 42 3649 784 13 14 0.64 500

52 x 4 rm 0.7 2.4 45 3908 704 13 14 0.64 500

61 x 4 re 0.7 2.4 45 4155 784 11 11 0.64 500

61 x 4  rm 0.7 2.5 48 4450 704 11 11 0.64 500



30sales@kabelindo.co.id

SNI IEC 60502-1 : 2009
SPLN 43-7 : 1994
IEC 60502-1 : 2004

Conductor
Annealed plain copper round solid or round circular stranded 
according to SNI IEC 60228, SPLN 41-1

Extruded layer of Cross-Linked Polyethylene (XLPE)
complied with SNI IEC 60502 - 1 ; SPLN 41-9

Colour :   

Inner Covering / 
Extruded Polyvinyl Chloride (PVC), Black colour

Armour

Outer Sheath
The Outer Sheath shall be a layer of Extruded Polyvinyl 
Chloride (PVC) grade ST2 to IEC 60502-1, grade YM/2 to 
SPLN 41-2. Black colour.

 :

Special Features on Request :
re Resist Retardant Ca Resistance 

   Zero Halogen

helix layer of galvanized steel tape

suitable for direct burying in ground, outdoor, indoor and in ducts

- Black, with White printed number
- Black With Numbering + 1 Core Yellow Strip Green

Note : [re] Round solid conductor
   [rm] Circular stranded conductor
 
Packing : [D] Drum

Cu/XLPE/SFA/PVC 0.6/1 kV (N2XFGbY)

Copper Conductor XLPE Insulated Galvanized Flat Steel Wires Armour and PVC Sheathed Control Cable 

No. of cores and 
Nominal thickness Overall 

Diameter
Weight of 

cable
DC Resistance

at 20 °C
Current Carrying
Capacity at 30 °C

Short circuit 
current of 

conductor at 
1.0 sec

Standard
Delivery length 

Outer sheath (approx) (approx) In Air In Ground

sq.mm mm mm Kg/Km A kA m

10 x 2.5 re 0.7 1.8 22 830 940 15 18 0.41 500

10 x 2.5 rm 0.7 1.8 23 987 842 15 18 0.41 500

12 x 2.5 re 0.7 1.8 23 995 940 15 18 0.41 500

12 x 2.5 rm 0.7 1.8 24 1,056 842 15 18 0.41 500

14 x 2.5 re 0.7 1.8 24 1,092 940 14 16 0.41 500

14 x 2.5 rm 0.7 1.8 25 1,158 842 14 16 0.41 500

16 x 2.5 re 0.7 1.8 25 1,167 940 14 16 0.41 500

16 x 2.5 rm 0.7 1.8 26 1,237 842 14 16 0.41 500

19 x 2.5 re 0.7 1.8 26 1,295 940 12 14 0.41 500

19 x 2.5 rm 0.7 1.8 27 1,371 842 12 14 0.41 500

21 x 2.5 re 0.7 1.9 27 1,396 940 12 14 0.41 500

21 x 2.5 rm 0.7 1.9 28 1,481 842 12 14 0.41 500

24 x 2.5 re 0.7 1.9 29 1,560 940 11 13 0.41 500

24 x 2.5 rm 0.7 1.9 31 1,681 842 11 13 0.41 500

30 x 2.5 re 0.7 1.9 31 1,788 940 11 13 0.41 500

30 x 2.5 rm 0.7 2.0 32 1,920 842 11 13 0.41 500

40 x 2.5 re 0.7 2.0 34 2,191 940 9 10 0.41 500

40 x 2.5 rm 0.7 2.1 36 2,346 842 9 10 0.41 500

52 x 2.5 re 0.7 2.2 38 2701 940 9 10 0.41 500

52 x 2.5 rm 0.7 2.2 40 2880 842 9 10 0.41 500

61 x 2.5 re 0.7 2.2 40 3030 940 8 9 0.41 500

61 x 2.5  rm 0.7 2.3 43 3239 842 8 9 0.41 500
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SNI IEC 60502-1 : 2009
SPLN 43-7 : 1994
IEC 60502-1 : 2004

Conductor
Annealed plain copper round solid or round circular stranded 
according to SNI IEC 60228, SPLN 41-1

Extruded layer of Cross-Linked Polyethylene (XLPE)
complied with SNI IEC 60502 - 1 ; SPLN 41-9

Colour :  

Inner Covering / 
Extruded Polyvinyl Chloride (PVC), Black colour

Armour

Outer Sheath
The Outer Sheath shall be a layer of Extruded Polyvinyl 
Chloride (PVC) grade ST2 to IEC 60502-1, grade YM/2 to 
SPLN 41-2. Black colour.

 :

Special Features on Request :
re Resist Retardant Ca Resistance 

   Zero Halogen

helix layer of galvanized steel tape

suitable for direct burying in ground, outdoor, indoor and in ducts

- Black, with White printed number
- Black With Numbering + 1 Core Yellow Strip Green

Note : [re] Round solid conductor
   [rm] Circular stranded conductor
 
Packing : [D] Drum

Cu/XLPE/SFA/PVC 0.6/1 kV (N2XFGbY)

Copper Conductor XLPE Insulated Galvanized Flat Steel Wires Armour and PVC Sheathed Control Cable 

No. of cores and 
Nominal thickness Overall 

Diameter
Weight of 

cable
DC Resistance

at 20 °C
Current Carrying
Capacity at 30 °C

Short circuit
current of 

conductor at 
1.0 sec

Standard
Delivery length 

Outer sheath (approx) (approx) In Air In Ground

sq.mm mm mm Kg/Km A kA m

8 x 4 re 0.7 1.8 22 949 784 25 27 0.64 500

8 x 4 rm 0.7 1.8 23 1,013 704 25 27 0.64 500

10 x 4 re 0.7 1.8 24 1,135 784 21 23 0.64 500

10 x 4 rm 0.7 1.8 26 1,209 704 21 23 0.64 500

12 x 4 re 0.7 1.8 25 1,257 784 21 23 0.64 500

12 x 4 rm 0.7 1.8 26 1,335 704 21 23 0.64 500

14 x 4 re 0.7 1.8 26 1,360 784 19 21 0.64 500

14 x 4 rm 0.7 1.8 27 1,447 704 19 21 0.64 500

16 x 4 re 0.7 1.8 27 1,493 784 19 21 0.64 500

16 x 4 rm 0.7 1.9 29 1,950 704 19 21 0.64 500

19 x 4 re 0.7 1.9 28 1,672 784 17 18 0.64 500

19 x 4 rm 0.7 1.9 30 1,781 704 17 18 0.64 500

21 x 4 re 0.7 1.9 29 1,810 784 17 18 0.64 500

21 x 4 rm 0.7 2.0 31 1,926 704 17 18 0.64 500

24 x 4 re 0.7 2.0 32 2,029 784 15 16 0.64 500

24 x 4 rm 0.7 2.1 34 2,183 704 15 16 0.64 500

30 x 4 re 0.7 2.0 34 2,374 784 15 16 0.64 500

30 x 4 rm 0.7 2.1 36 2,522 704 15 16 0.64 500

40 x 4 re 0.7 2.2 38 2938 784 13 14 0.64 500

40 x 4 rm 0.7 2.2 40 3142 704 13 14 0.64 500

52 x 4 re 0.7 2.3 42 3649 784 13 14 0.64 500

52 x 4 rm 0.7 2.4 45 3908 704 13 14 0.64 500

61 x 4 re 0.7 2.4 45 4155 784 11 11 0.64 500

61 x 4  rm 0.7 2.5 48 4450 704 11 11 0.64 500
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SNI IEC 60502-1 : 2009
SPLN 43-7 : 1994
IEC 60502-1 : 2004

Conductor
Annealed plain copper round solid or round circular stranded 
according to SNI IEC 60228, SPLN 41-1

Extruded layer of Cross-Linked Polyethylene (XLPE)
complied with SNI IEC 60502 - 1 ; SPLN 41-9

Colour :   

Inner Covering / 
Extruded Polyvinyl Chloride (PVC), Black colour

Armour

Outer Sheath
The Outer Sheath shall be a layer of Extruded Polyvinyl 
Chloride (PVC) grade ST2 to IEC 60502-1, grade YM/2 to 
SPLN 41-2. Black colour.

 :

Special Features on Request :
re Resist Retardant Ca Resistance 

   Zero Halogen

helix layer of galvanized steel tape

suitable for direct burying in ground, outdoor, indoor and in ducts

- Black, with White printed number
- Black With Numbering + 1 Core Yellow Strip Green

Note : [re] Round solid conductor
   [rm] Circular stranded conductor
 
Packing : [D] Drum

Cu/XLPE/SFA/PVC 0.6/1 kV (N2XFGbY)

Copper Conductor XLPE Insulated Galvanized Flat Steel Wires Armour and PVC Sheathed Control Cable 

No. of cores and 
Nominal thickness Overall 

Diameter
Weight of 

cable
DC Resistance

at 20 °C
Current Carrying
Capacity at 30 °C

Short circuit
current of 

conductor at 
1.0 sec

Standard
Delivery length 

Outer sheath (approx) (approx) In Air In Ground

sq.mm mm mm Kg/Km A kA m

7 x 6 re 0.7 1.8 22 1,086 667 34 31 0.93 500

7 x 6 rm 0.7 1.8 23 1,161 590 34 31 0.93 500

8 x 6 re 0.7 1.8 23 1,161 667 34 31 0.93 500

8 x 6 rm 0.7 1.8 25 1,233 590 34 31 0.93 500

10 x 6 re 0.7 1.8 26 1,418 667 30 27 0.93 500

10 x 6 rm 0.7 1.8 28 1,506 590 30 27 0.93 500

12 x 6 re 0.7 1.8 27 1,555 667 30 27 0.93 500

12 x 6 rm 0.7 1.9 29 1,652 590 30 27 0.93 500

14 x 6 re 0.7 1.9 28 1,730 667 26 25 0.93 500

14 x 6 rm 0.7 1.9 30 1,837 590 26 25 0.93 500

16 x 6 re 0.7 1.9 30 1,908 667 26 25 0.93 500

16 x 6 rm 0.7 2.0 32 2,024 590 26 25 0.93 500

19 x 6 re 0.7 1.9 31 2,151 667 23 22 0.93 500

19 x 6 rm 0.7 2.0 33 2,278 590 23 22 0.93 500

21 x 6 re 0.7 2.0 32 2,333 667 23 22 0.93 500

21 x 6 rm 0.7 2.1 35 2,468 590 23 22 0.93 500

24 x 6 re 0.7 2.1 36 2,645 667 21 19 0.93 500

24 x 6 rm 0.7 2.2 38 2,802 590 21 19 0.93 500

30 x 6 re 0.7 2.2 38 2089 667 21 19 0.93 500

30 x 6 rm 0.7 2.3 40 3290 590 21 19 0.93 500

40 x 6 re 0.7 2.3 42 3891 667 17 17 0.93 500

40 x 6 rm 0.7 2.4 45 4151 590 17 17 0.93 500

52 x 6 re 0.7 2.5 47 4873 667 17 17 0.93 500

52 x 6 rm 0.7 2.6 51 5214 590 17 17 0.93 500

61 x 6 re 0.7 2.6 50 5570 667 15 15 0.93 500

61 x 6  rm 0.7 2.7 54 5955 590 15 15 0.93 500
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SNI IEC 60502-1 : 2009
SPLN 43-7 : 1994
IEC 60502-1 : 2004

Conductor
Annealed plain copper round solid or round circular stranded 
according to SNI IEC 60228, SPLN 41-1

Extruded layer of Cross-Linked Polyethylene (XLPE)
complied with SNI IEC 60502 - 1 ; SPLN 41-9

Colour :  

Inner Covering / 
Extruded Polyvinyl Chloride (PVC), Black colour

Armour

Outer Sheath
The Outer Sheath shall be a layer of Extruded Polyvinyl 
Chloride (PVC) grade ST2 to IEC 60502-1, grade YM/2 to 
SPLN 41-2. Black colour.

 :

Special Features on Request :
re Resist Retardant Ca Resistance 

   Zero Halogen

helix layer of galvanized steel tape

suitable for direct burying in ground, outdoor, indoor and in ducts

- Black, with White printed number
- Black With Numbering + 1 Core Yellow Strip Green

Note : [re] Round solid conductor
   [rm] Circular stranded conductor
 
Packing : [D] Drum

Cu/XLPE/SFA/PVC 0.6/1 kV (N2XFGbY)

Copper Conductor XLPE Insulated Galvanized Flat Steel Wires Armour and PVC Sheathed Control Cable 

No. of cores and 
Nominal thickness Overall 

Diameter
Weight of 

cable
DC Resistance

at 20 °C
Current Carrying
Capacity at 30 °C

Short circuit
current of 

conductor at 
1.0 sec

Standard
Delivery length 

Outer sheath (approx) (approx) In Air In Ground

sq.mm mm mm Kg/Km A kA m

8 x 4 re 0.7 1.8 22 949 784 25 27 0.64 500

8 x 4 rm 0.7 1.8 23 1,013 704 25 27 0.64 500

10 x 4 re 0.7 1.8 24 1,135 784 21 23 0.64 500

10 x 4 rm 0.7 1.8 26 1,209 704 21 23 0.64 500

12 x 4 re 0.7 1.8 25 1,257 784 21 23 0.64 500

12 x 4 rm 0.7 1.8 26 1,335 704 21 23 0.64 500

14 x 4 re 0.7 1.8 26 1,360 784 19 21 0.64 500

14 x 4 rm 0.7 1.8 27 1,447 704 19 21 0.64 500

16 x 4 re 0.7 1.8 27 1,493 784 19 21 0.64 500

16 x 4 rm 0.7 1.9 29 1,950 704 19 21 0.64 500

19 x 4 re 0.7 1.9 28 1,672 784 17 18 0.64 500

19 x 4 rm 0.7 1.9 30 1,781 704 17 18 0.64 500

21 x 4 re 0.7 1.9 29 1,810 784 17 18 0.64 500

21 x 4 rm 0.7 2.0 31 1,926 704 17 18 0.64 500

24 x 4 re 0.7 2.0 32 2,029 784 15 16 0.64 500

24 x 4 rm 0.7 2.1 34 2,183 704 15 16 0.64 500

30 x 4 re 0.7 2.0 34 2,374 784 15 16 0.64 500

30 x 4 rm 0.7 2.1 36 2,522 704 15 16 0.64 500

40 x 4 re 0.7 2.2 38 2938 784 13 14 0.64 500

40 x 4 rm 0.7 2.2 40 3142 704 13 14 0.64 500

52 x 4 re 0.7 2.3 42 3649 784 13 14 0.64 500

52 x 4 rm 0.7 2.4 45 3908 704 13 14 0.64 500

61 x 4 re 0.7 2.4 45 4155 784 11 11 0.64 500

61 x 4  rm 0.7 2.5 48 4450 704 11 11 0.64 500
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SNI IEC 60502-1 : 2009
SPLN 43-7 : 1994
IEC 60502-1 : 2004

Conductor
Annealed plain copper round solid or round circular stranded 
according to SNI IEC 60228, SPLN 41-1

Extruded layer of Cross-Linked Polyethylene (XLPE)
complied with SNI IEC 60502 - 1 ; SPLN 41-9

Colour :   

Inner Covering / 
Extruded Polyvinyl Chloride (PVC), Black colour

Armour

Outer Sheath
The Outer Sheath shall be a layer of Extruded Polyvinyl 
Chloride (PVC) grade ST2 to IEC 60502-1, grade YM/2 to 
SPLN 41-2. Black colour.

 :

Special Features on Request :
re Resist Retardant Ca Resistance 

   Zero Halogen

helix layer of galvanized steel tape

suitable for direct burying in ground, outdoor, indoor and in ducts

- Black, with White printed number
- Black With Numbering + 1 Core Yellow Strip Green

Note : [re] Round solid conductor
   [rm] Circular stranded conductor
 
Packing : [D] Drum

Cu/XLPE/SFA/PVC 0.6/1 kV (N2XFGbY)

Copper Conductor XLPE Insulated Galvanized Flat Steel Wires Armour and PVC Sheathed Control Cable 

No. of cores and 
Nominal thickness Overall 

Diameter
Weight of 

cable
DC Resistance

at 20 °C
Current Carrying
Capacity at 30 °C

Short circuit
current of 

conductor at 
1.0 sec

Standard
Delivery length 

Outer sheath (approx) (approx) In Air In Ground

sq.mm mm mm Kg/Km A kA m

7 x 6 re 0.7 1.8 22 1,086 667 34 31 0.93 500

7 x 6 rm 0.7 1.8 23 1,161 590 34 31 0.93 500

8 x 6 re 0.7 1.8 23 1,161 667 34 31 0.93 500

8 x 6 rm 0.7 1.8 25 1,233 590 34 31 0.93 500

10 x 6 re 0.7 1.8 26 1,418 667 30 27 0.93 500

10 x 6 rm 0.7 1.8 28 1,506 590 30 27 0.93 500

12 x 6 re 0.7 1.8 27 1,555 667 30 27 0.93 500

12 x 6 rm 0.7 1.9 29 1,652 590 30 27 0.93 500

14 x 6 re 0.7 1.9 28 1,730 667 26 25 0.93 500

14 x 6 rm 0.7 1.9 30 1,837 590 26 25 0.93 500

16 x 6 re 0.7 1.9 30 1,908 667 26 25 0.93 500

16 x 6 rm 0.7 2.0 32 2,024 590 26 25 0.93 500

19 x 6 re 0.7 1.9 31 2,151 667 23 22 0.93 500

19 x 6 rm 0.7 2.0 33 2,278 590 23 22 0.93 500

21 x 6 re 0.7 2.0 32 2,333 667 23 22 0.93 500

21 x 6 rm 0.7 2.1 35 2,468 590 23 22 0.93 500

24 x 6 re 0.7 2.1 36 2,645 667 21 19 0.93 500

24 x 6 rm 0.7 2.2 38 2,802 590 21 19 0.93 500

30 x 6 re 0.7 2.2 38 2089 667 21 19 0.93 500

30 x 6 rm 0.7 2.3 40 3290 590 21 19 0.93 500

40 x 6 re 0.7 2.3 42 3891 667 17 17 0.93 500

40 x 6 rm 0.7 2.4 45 4151 590 17 17 0.93 500

52 x 6 re 0.7 2.5 47 4873 667 17 17 0.93 500

52 x 6 rm 0.7 2.6 51 5214 590 17 17 0.93 500

61 x 6 re 0.7 2.6 50 5570 667 15 15 0.93 500

61 x 6  rm 0.7 2.7 54 5955 590 15 15 0.93 500


