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SNI IEC 60502-1 : 2009
IEC 60502-1 : 2004

Conductor
Annealed plain copper round solid or round circular stranded 
according to SNI IEC 60228, SPLN 41-1

Extruded layer of Cross-Linked Polyethylene (XLPE)
complied with SNI IEC 60502 - 1 ; SPLN 41-9

Colour :  

Inner Covering / 
Extruded Polyvinyl Chloride (PVC), Black colour

Outer Sheath
The Outer Sheath shall be a layer of Extruded Polyvinyl 
Chloride (PVC) grade ST2 to IEC 60502-1, grade YM/2 to 
SPLN 41-2. Black colour.

 :

Special Features on Request :
re Resist Retardant Ca Resistance 

   Zero Halogen

Shield
Helically copper tape screened with nominal thickness 0.1 mm

Copper Conductor XLPE Insulated,  Copper Tape Screened and PVC Sheathed Power Cable

Cu/XLPE/CTS/PVC 0.6/1 kV (N2XSY)

No. of cores and 
Nominal thickness Overall 

Diameter
Weight of 

cable
DC Resistance

at 20 °C
Current Carrying
Capacity at 30 °C

Short circuit
current of 

conductor at 
1.0 sec

Standard
Delivery length 

Outer sheath (approx) (approx) In AIR In GROUND

sq.mm mm mm Kg/Km A kA m

5 x 1.5 re 0.7 1.8 16 315 1,120 21 28 0.26 1,000

5 x 1.5 rm 0.7 1.8 16 319 1,020 21 28 0.26 1,000

5 x 2.5 re 0.7 1.8 17 375 940 29 37 0.41 1,000

5 x 2.5 rm 0.7 1.8 17 389 842 29 37 0.41 1,000

5 x 4 re 0.7 1.8 18 475 784 39 46 0.64 1,000

5 x 4 rm 0.7 1.8 18 495 704 39 46 0.64 1,000

5 x 6 re 0.7 1.8 19 605 667 49 59 0.93 1,000

5 x 6 rm 0.7 1.8 20 640 590 49 59 0.93 1,000

5 x 10 re 0.7 1.8 22 840 538 68 78 1.53 1,000

5 x 10 rm 0.7 1.8 24 885 473 68 78 1.53 1,000

5 x 16 rm 0.7 1.9 26 1,260 392 91 101 2.41 1,000

5 x 25 rm 0.9 1.9 29 1,875 400 119 132 3.73 1,000

5 x 35 rm 0.9 2.0 34 2,495 348 148 157 5.18 1,000

5 x 50 rm 1.0 2.2 38 3,325 326 181 187 7.36 1000

Note : [re] Round solid conductor
   [rm] Circular stranded conductor
 
Packing : [D] Drum

- Yellow Strip Green, Light Blue, Brown, Black 
And Grey
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SNI IEC 60502-1 : 2009
IEC 60502-1 : 2004

Conductor
Annealed plain copper round solid or round circular stranded 
according to SNI IEC 60228, SPLN 41-1

Extruded layer of Cross-Linked Polyethylene (XLPE)
complied with SNI IEC 60502 - 1 ; SPLN 41-9

Colour :   

Inner Covering / 
Extruded Polyvinyl Chloride (PVC), Black colour

Outer Sheath
The Outer Sheath shall be a layer of Extruded Polyvinyl 
Chloride (PVC) grade ST2 to IEC 60502-1, grade YM/2 to 
SPLN 41-2. Black colour.

 :

Special Features on Request :
re Resist Retardant Ca Resistance 

   Zero Halogen- Black, with White printed number
- Black With Numbering + 1 Core Yellow Strip Green

Note : [re] Round solid conductor
   [rm] Circular stranded conductor
 
Packing : [D] Drum

Shield
Helically copper tape screened with nominal thickness 0.1 mm

Copper Conductor XLPE Insulated,  Copper Tape Screened and PVC Sheathed Control Cable

Cu/XLPE/CTS/PVC 0.6/1 kV (N2XSY)

No. of cores and 
Nominal thickness Overall 

Diameter
Weight of 

cable
DC Resistance

at 20 °C
Current Carrying
Capacity at 30 °C

Short circuit
current of 

conductor at 
1.0 sec

Standard
Delivery length 

Outer sheath (approx) (approx) In AIR In GROUND

sq.mm mm mm Kg/Km A kA m

7 x 1.5 re 0.7 1.8 16 349 1,120 11 16 0.26 1,000

7 x 1.5 rm 0.7 1.8 16 359 1,120 11 16 0.26 1,000

8 x 1.5 re 0.7 1.8 17 387 1,120 11 16 0.26 1,000

8 x 1.5 rm 0.7 1.8 17 399 1,120 11 16 0.26 1,000

10 x 1.5 re 0.7 1.8 19 467 1,120 10 14 0.26 1,000

10 x 1.5 rm 0.7 1.8 19 485 1,120 10 14 0.26 1,000

12 x 1.5 re 0.7 1.8 19 513 1,120 10 14 0.26 1,000

12 x 1.5 rm 0.7 1.8 20 525 1,120 10 14 0.26 1,000

14 x 1.5 re 0.7 1.8 20 558 1,120 9 11 0.26 1,000

14 x 1.5 rm 0.7 1.8 20 575 1,120 9 11 0.26 1,000

16 x 1.5 re 0.7 1.8 21 610 1,120 9 11 0.26 1,000

16 x 1.5 rm 0.7 1.8 21 625 1,120 9 11 0.26 1,000

19 x 1.5 re 0.7 1.8 21 675 1,120 8 10 0.26 1,000

19 x 1.5 rm 0.7 1.8 22 695 1,120 8 10 0.26 1,000

21 x 1.5 re 0.7 1.8 22 730 1,120 8 10 0.26 1,000

21 x 1.5 rm 0.7 1.8 23 750 1,120 8 10 0.26 1,000

24 x 1.5 re 0.7 1.8 24 825 1,120 7 9 0.26 1,000

24 x 1.5 rm 0.7 1.8 25 850 1,120 7 9 0.26 1,000

30 x 1.5 re 0.7 1.8 25 955 1,120 7 9 0.26 1,000

30 x 1.5 rm 0.7 1.8 26 983 1,120 7 9 0.26 1,000

40 x 1.5 re 0.7 1.9 28 1,185 1,120 6 8 0.26 1,000

40 x 1.5 rm 0.7 1.9 29 1,223 1,120 6 8 0.26 1,000

52 x 1.5 re 0.7 2.0 31 1,485 1,120 6 8 0.26 1,000

52 x 1.5 rm 0.7 2.0 33 1,565 1,120 6 8 0.26 1,000

61 x 1.5 re 0.7 2.1 34 1,725 1,120 5 7 0.26 1,000

61 x 1.5 rm 0.7 2.1 35 1,765 1,120 5 7 0.26 1,000
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SNI IEC 60502-1 : 2009
IEC 60502-1 : 2004

Conductor
Annealed plain copper round solid or round circular stranded 
according to SNI IEC 60228, SPLN 41-1

Extruded layer of Cross-Linked Polyethylene (XLPE)
complied with SNI IEC 60502 - 1 ; SPLN 41-9

Colour :  

Inner Covering / 
Extruded Polyvinyl Chloride (PVC), Black colour

Outer Sheath
The Outer Sheath shall be a layer of Extruded Polyvinyl 
Chloride (PVC) grade ST2 to IEC 60502-1, grade YM/2 to 
SPLN 41-2. Black colour.

 :

Special Features on Request :
re Resist Retardant Ca Resistance 

   Zero Halogen- Black, with White printed number
- Black With Numbering + 1 Core Yellow Strip Green

Note : [re] Round solid conductor
   [rm] Circular stranded conductor
 
Packing : [D] Drum

Shield
Helically copper tape screened with nominal thickness 0.1 mm

Copper Conductor XLPE Insulated,  Copper Tape Screened and PVC Sheathed Control Cable

Cu/XLPE/CTS/PVC 0.6/1 kV (N2XSY)

No. of cores and 
Nominal thickness Overall 

Diameter
Weight of 

cable
DC Resistance

at 20 °C
Current Carrying
Capacity at 30 °C

Short circuit
current of 

conductor at 
1.0 sec

Standard
Delivery length 

Outer sheath (approx) (approx) In AIR In GROUND

sq.mm mm mm Kg/Km A kA m

7 x 2.5 re 0.7 1.8 18 438 940 18 22 0.41 1,000

7 x 2.5 rm 0.7 1.8 18 465 940 18 22 0.41 1,000

8 x 2.5 re 0.7 1.8 18 489 940 18 22 0.41 1,000

8 x 2.5 rm 0.7 1.8 19 520 940 18 22 0.41 1,000

10 x 2.5 re 0.7 1.8 20 595 940 15 18 0.41 1,000

10 x 2.5 rm 0.7 1.8 21 635 940 15 18 0.41 1,000

12 x 2.5 re 0.7 1.8 21 662 940 15 18 0.41 1,000

12 x 2.5 rm 0.7 1.8 22 703 940 15 18 0.41 1,000

14 x 2.5 re 0.7 1.8 21 722 940 14 16 0.41 1,000

14 x 2.5 rm 0.7 1.8 22 770 940 14 16 0.41 1,000

16 x 2.5 re 0.7 1.8 22 798 940 14 16 0.41 1,000

16 x 2.5 rm 0.7 1.8 23 850 940 14 16 0.41 1,000

19 x 2.5 re 0.7 1.8 23 892 940 13 14 0.41 1,000

19 x 2.5 rm 0.7 1.8 24 950 940 13 14 0.41 1,000

21 x 2.5 re 0.7 1.8 24 966 940 13 14 0.41 1,000

21 x 2.5 rm 0.7 1.8 26 1,030 940 13 14 0.41 1,000

24 x 2.5 re 0.7 1.8 27 1,100 940 11 13 0.41 1,000

24 x 2.5 rm 0.7 1.9 28 1,175 940 11 13 0.41 1,000

30 x 2.5 re 0.7 1.9 28 1,292 940 11 13 0.41 1,000

30 x 2.5 rm 0.7 1.9 30 1,385 940 11 13 0.41 1,000

40 x 2.5 re 0.7 1.9 32 1,635 940 9 10 0.41 1,000

40 x 2.5 rm 0.7 2.0 33 1,785 940 9 10 0.41 1,000

52 x 2.5 re 0.7 2.1 35 2,087 940 9 10 0.41 1,000

52 x 2.5 rm 0.7 2.1 37 2,235 940 9 10 0.41 1,000

61 x 2.5 re 0.7 2.1 37 2,385 940 8 9 0.41 1,000

61 x 2.5 rm 0.7 2.2 40 2,559 940 8 9 0.41 1,000
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SNI IEC 60502-1 : 2009
IEC 60502-1 : 2004

Conductor
Annealed plain copper round solid or round circular stranded 
according to SNI IEC 60228, SPLN 41-1

Extruded layer of Cross-Linked Polyethylene (XLPE)
complied with SNI IEC 60502 - 1 ; SPLN 41-9

Colour :   

Inner Covering / 
Extruded Polyvinyl Chloride (PVC), Black colour

Outer Sheath
The Outer Sheath shall be a layer of Extruded Polyvinyl 
Chloride (PVC) grade ST2 to IEC 60502-1, grade YM/2 to 
SPLN 41-2. Black colour.

 :

Special Features on Request :
re Resist Retardant Ca Resistance 

   Zero Halogen- Black, with White printed number
- Black With Numbering + 1 Core Yellow Strip Green

Note : [re] Round solid conductor
   [rm] Circular stranded conductor
 
Packing : [D] Drum

Shield
Helically copper tape screened with nominal thickness 0.1 mm

Copper Conductor XLPE Insulated,  Copper Tape Screened and PVC Sheathed Control Cable

Cu/XLPE/CTS/PVC 0.6/1 kV (N2XSY)

No. of cores and 
Nominal thickness Overall 

Diameter
Weight of 

cable
DC Resistance

at 20 °C
Current Carrying
Capacity at 30 °C

Short circuit
current of 

conductor at 
1.0 sec

Standard
Delivery length 

Outer sheath (approx) (approx) In AIR In GROUND

sq.mm mm mm Kg/Km A kA m

7 x 1.5 re 0.7 1.8 16 349 1,120 11 16 0.26 1,000

7 x 1.5 rm 0.7 1.8 16 359 1,120 11 16 0.26 1,000

8 x 1.5 re 0.7 1.8 17 387 1,120 11 16 0.26 1,000

8 x 1.5 rm 0.7 1.8 17 399 1,120 11 16 0.26 1,000

10 x 1.5 re 0.7 1.8 19 467 1,120 10 14 0.26 1,000

10 x 1.5 rm 0.7 1.8 19 485 1,120 10 14 0.26 1,000

12 x 1.5 re 0.7 1.8 19 513 1,120 10 14 0.26 1,000

12 x 1.5 rm 0.7 1.8 20 525 1,120 10 14 0.26 1,000

14 x 1.5 re 0.7 1.8 20 558 1,120 9 11 0.26 1,000

14 x 1.5 rm 0.7 1.8 20 575 1,120 9 11 0.26 1,000

16 x 1.5 re 0.7 1.8 21 610 1,120 9 11 0.26 1,000

16 x 1.5 rm 0.7 1.8 21 625 1,120 9 11 0.26 1,000

19 x 1.5 re 0.7 1.8 21 675 1,120 8 10 0.26 1,000

19 x 1.5 rm 0.7 1.8 22 695 1,120 8 10 0.26 1,000

21 x 1.5 re 0.7 1.8 22 730 1,120 8 10 0.26 1,000

21 x 1.5 rm 0.7 1.8 23 750 1,120 8 10 0.26 1,000

24 x 1.5 re 0.7 1.8 24 825 1,120 7 9 0.26 1,000

24 x 1.5 rm 0.7 1.8 25 850 1,120 7 9 0.26 1,000

30 x 1.5 re 0.7 1.8 25 955 1,120 7 9 0.26 1,000

30 x 1.5 rm 0.7 1.8 26 983 1,120 7 9 0.26 1,000

40 x 1.5 re 0.7 1.9 28 1,185 1,120 6 8 0.26 1,000

40 x 1.5 rm 0.7 1.9 29 1,223 1,120 6 8 0.26 1,000

52 x 1.5 re 0.7 2.0 31 1,485 1,120 6 8 0.26 1,000

52 x 1.5 rm 0.7 2.0 33 1,565 1,120 6 8 0.26 1,000

61 x 1.5 re 0.7 2.1 34 1,725 1,120 5 7 0.26 1,000

61 x 1.5 rm 0.7 2.1 35 1,765 1,120 5 7 0.26 1,000
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SNI IEC 60502-1 : 2009
IEC 60502-1 : 2004

Conductor
Annealed plain copper round solid or round circular stranded 
according to SNI IEC 60228, SPLN 41-1

Extruded layer of Cross-Linked Polyethylene (XLPE)
complied with SNI IEC 60502 - 1 ; SPLN 41-9

Colour :  

Inner Covering / 
Extruded Polyvinyl Chloride (PVC), Black colour

Outer Sheath
The Outer Sheath shall be a layer of Extruded Polyvinyl 
Chloride (PVC) grade ST2 to IEC 60502-1, grade YM/2 to 
SPLN 41-2. Black colour.

 :

Special Features on Request :
re Resist Retardant Ca Resistance 

   Zero Halogen- Black, with White printed number
- Black With Numbering + 1 Core Yellow Strip Green

Note : [re] Round solid conductor
   [rm] Circular stranded conductor
 
Packing : [D] Drum

Shield
Helically copper tape screened with nominal thickness 0.1 mm

Copper Conductor XLPE Insulated,  Copper Tape Screened and PVC Sheathed Control Cable

Cu/XLPE/CTS/PVC 0.6/1 kV (N2XSY)

No. of cores and 
Nominal thickness Overall 

Diameter
Weight of 

cable
DC Resistance

at 20 °C
Current Carrying
Capacity at 30 °C

Short circuit
current of 

conductor at 
1.0 sec

Standard
Delivery length 

Outer sheath (approx) (approx) In AIR In GROUND

sq.mm mm mm Kg/Km A kA m

7 x 2.5 re 0.7 1.8 18 438 940 18 22 0.41 1,000

7 x 2.5 rm 0.7 1.8 18 465 940 18 22 0.41 1,000

8 x 2.5 re 0.7 1.8 18 489 940 18 22 0.41 1,000

8 x 2.5 rm 0.7 1.8 19 520 940 18 22 0.41 1,000

10 x 2.5 re 0.7 1.8 20 595 940 15 18 0.41 1,000

10 x 2.5 rm 0.7 1.8 21 635 940 15 18 0.41 1,000

12 x 2.5 re 0.7 1.8 21 662 940 15 18 0.41 1,000

12 x 2.5 rm 0.7 1.8 22 703 940 15 18 0.41 1,000

14 x 2.5 re 0.7 1.8 21 722 940 14 16 0.41 1,000

14 x 2.5 rm 0.7 1.8 22 770 940 14 16 0.41 1,000

16 x 2.5 re 0.7 1.8 22 798 940 14 16 0.41 1,000

16 x 2.5 rm 0.7 1.8 23 850 940 14 16 0.41 1,000

19 x 2.5 re 0.7 1.8 23 892 940 13 14 0.41 1,000

19 x 2.5 rm 0.7 1.8 24 950 940 13 14 0.41 1,000

21 x 2.5 re 0.7 1.8 24 966 940 13 14 0.41 1,000

21 x 2.5 rm 0.7 1.8 26 1,030 940 13 14 0.41 1,000

24 x 2.5 re 0.7 1.8 27 1,100 940 11 13 0.41 1,000

24 x 2.5 rm 0.7 1.9 28 1,175 940 11 13 0.41 1,000

30 x 2.5 re 0.7 1.9 28 1,292 940 11 13 0.41 1,000

30 x 2.5 rm 0.7 1.9 30 1,385 940 11 13 0.41 1,000

40 x 2.5 re 0.7 1.9 32 1,635 940 9 10 0.41 1,000

40 x 2.5 rm 0.7 2.0 33 1,785 940 9 10 0.41 1,000

52 x 2.5 re 0.7 2.1 35 2,087 940 9 10 0.41 1,000

52 x 2.5 rm 0.7 2.1 37 2,235 940 9 10 0.41 1,000

61 x 2.5 re 0.7 2.1 37 2,385 940 8 9 0.41 1,000

61 x 2.5 rm 0.7 2.2 40 2,559 940 8 9 0.41 1,000
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SNI IEC 60502-1 : 2009
IEC 60502-1 : 2004

Conductor
Annealed plain copper round solid or round circular stranded 
according to SNI IEC 60228, SPLN 41-1

Extruded layer of Cross-Linked Polyethylene (XLPE)
complied with SNI IEC 60502 - 1 ; SPLN 41-9

Colour :   

Inner Covering / 
Extruded Polyvinyl Chloride (PVC), Black colour

Outer Sheath
The Outer Sheath shall be a layer of Extruded Polyvinyl 
Chloride (PVC) grade ST2 to IEC 60502-1, grade YM/2 to 
SPLN 41-2. Black colour.

 :

Special Features on Request :
re Resist Retardant Ca Resistance 

   Zero Halogen- Black, with White printed number
- Black With Numbering + 1 Core Yellow Strip Green

Note : [re] Round solid conductor
   [rm] Circular stranded conductor
 
Packing : [D] Drum

Shield
Helically copper tape screened with nominal thickness 0.1 mm

Copper Conductor XLPE Insulated,  Copper Tape Screened and PVC Sheathed Control Cable

Cu/XLPE/CTS/PVC 0.6/1 kV (N2XSY)

No. of cores and 
Nominal thickness Overall 

Diameter
Weight of 

cable
DC Resistance

at 20 °C
Current Carrying
Capacity at 30 °C

Short circuit
current of 

conductor at 
1.0 sec

Standard
Delivery length 

Outer sheath (approx) (approx) In AIR In GROUND

sq.mm mm mm Kg/Km A kA m

7 x 4 re 0.7 1.8 18 570 704 25 28 0.64 1,000

7 x 4 rm 0.7 1.8 19 610 704 25 28 0.64 1,000

8 x 4 re 0.7 1.8 19 640 704 25 28 0.64 1,000

8 x 4 rm 0.7 1.8 20 685 704 25 28 0.64 1,000

10 x 4 re 0.7 1.8 22 784 704 21 23 0.64 1,000

10 x 4 rm 0.7 1.8 23 835 704 21 23 0.64 1,000

12 x 4 re 0.7 1.8 23 877 704 21 23 0.64 1,000

12 x 4 rm 0.7 1.8 24 945 704 21 23 0.64 1,000

14 x 4 re 0.7 1.8 23 975 704 20 21 0.64 1,000

14 x 4 rm 0.7 1.8 25 1,035 704 20 21 0.64 1,000

16 x 4 re 0.7 1.8 25 1,075 704 20 21 0.64 1,000

16 x 4 rm 0.7 1.8 26 1,155 704 20 21 0.64 1,000

19 x 4 re 0.7 1.8 26 1,213 704 17 18 0.64 1,000

19 x 4 rm 0.7 1.8 27 1,295 704 17 18 0.64 1,000

21 x 4 re 0.7 1.8 27 1,325 704 17 18 0.64 1,000

21 x 4 rm 0.7 1.9 28 1,420 704 17 18 0.64 1,000

24 x 4 re 0.7 1.9 29 1,517 704 15 16 0.64 1,000

24 x 4 rm 0.7 2.0 31 1,631 704 15 16 0.64 1,000

30 x 4 re 0.7 2.0 31 1,805 704 15 16 0.64 1,000

30 x 4 rm 0.7 2.1 34 1,965 704 15 16 0.64 1,000

40 x 4 re 0.7 2.1 35 2,335 704 13 14 0.64 1,000

40 x 4 rm 0.7 2.2 37 2,505 704 13 14 0.64 1,000

52 x 4 re 0.7 2.2 39 2,953 704 13 14 0.64 500

52 x 4 rm 0.7 2.3 42 3,172 704 13 14 0.64 500

61 x 4 re 0.7 2.3 42 3,392 704 11 13 0.64 500

61 x 4 rm 0.7 2.4 45 3,688 704 11 13 0.64 500
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SNI IEC 60502-1 : 2009
IEC 60502-1 : 2004

Conductor
Annealed plain copper round solid or round circular stranded 
according to SNI IEC 60228, SPLN 41-1

Extruded layer of Cross-Linked Polyethylene (XLPE)
complied with SNI IEC 60502 - 1 ; SPLN 41-9

Colour :  

Inner Covering / 
Extruded Polyvinyl Chloride (PVC), Black colour

Outer Sheath
The Outer Sheath shall be a layer of Extruded Polyvinyl 
Chloride (PVC) grade ST2 to IEC 60502-1, grade YM/2 to 
SPLN 41-2. Black colour.

 :

Special Features on Request :
re Resist Retardant Ca Resistance 

   Zero Halogen- Black, with White printed number
- Black With Numbering + 1 Core Yellow Strip Green

Note : [re] Round solid conductor
   [rm] Circular stranded conductor
 
Packing : [D] Drum

Shield
Helically copper tape screened with nominal thickness 0.1 mm

Copper Conductor XLPE Insulated,  Copper Tape Screened and PVC Sheathed Control Cable

Cu/XLPE/CTS/PVC 0.6/1 kV (N2XSY)

No. of cores and 
Nominal thickness Overall 

Diameter
Weight of 

cable
DC Resistance

at 20 °C
Current Carrying
Capacity at 30 °C

Short circuit
current of 

conductor at 
1.0 sec

Standard
Delivery length 

Outer sheath (approx) (approx) In AIR In GROUND

sq.mm mm mm Kg/Km A kA m

7 x 2.5 re 0.7 1.8 18 438 940 18 22 0.41 1,000

7 x 2.5 rm 0.7 1.8 18 465 940 18 22 0.41 1,000

8 x 2.5 re 0.7 1.8 18 489 940 18 22 0.41 1,000

8 x 2.5 rm 0.7 1.8 19 520 940 18 22 0.41 1,000

10 x 2.5 re 0.7 1.8 20 595 940 15 18 0.41 1,000

10 x 2.5 rm 0.7 1.8 21 635 940 15 18 0.41 1,000

12 x 2.5 re 0.7 1.8 21 662 940 15 18 0.41 1,000

12 x 2.5 rm 0.7 1.8 22 703 940 15 18 0.41 1,000

14 x 2.5 re 0.7 1.8 21 722 940 14 16 0.41 1,000

14 x 2.5 rm 0.7 1.8 22 770 940 14 16 0.41 1,000

16 x 2.5 re 0.7 1.8 22 798 940 14 16 0.41 1,000

16 x 2.5 rm 0.7 1.8 23 850 940 14 16 0.41 1,000

19 x 2.5 re 0.7 1.8 23 892 940 13 14 0.41 1,000

19 x 2.5 rm 0.7 1.8 24 950 940 13 14 0.41 1,000

21 x 2.5 re 0.7 1.8 24 966 940 13 14 0.41 1,000

21 x 2.5 rm 0.7 1.8 26 1,030 940 13 14 0.41 1,000

24 x 2.5 re 0.7 1.8 27 1,100 940 11 13 0.41 1,000

24 x 2.5 rm 0.7 1.9 28 1,175 940 11 13 0.41 1,000

30 x 2.5 re 0.7 1.9 28 1,292 940 11 13 0.41 1,000

30 x 2.5 rm 0.7 1.9 30 1,385 940 11 13 0.41 1,000

40 x 2.5 re 0.7 1.9 32 1,635 940 9 10 0.41 1,000

40 x 2.5 rm 0.7 2.0 33 1,785 940 9 10 0.41 1,000

52 x 2.5 re 0.7 2.1 35 2,087 940 9 10 0.41 1,000

52 x 2.5 rm 0.7 2.1 37 2,235 940 9 10 0.41 1,000

61 x 2.5 re 0.7 2.1 37 2,385 940 8 9 0.41 1,000

61 x 2.5 rm 0.7 2.2 40 2,559 940 8 9 0.41 1,000
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SNI IEC 60502-1 : 2009
IEC 60502-1 : 2004

Conductor
Annealed plain copper round solid or round circular stranded 
according to SNI IEC 60228, SPLN 41-1

Extruded layer of Cross-Linked Polyethylene (XLPE)
complied with SNI IEC 60502 - 1 ; SPLN 41-9

Colour :   

Inner Covering / 
Extruded Polyvinyl Chloride (PVC), Black colour

Outer Sheath
The Outer Sheath shall be a layer of Extruded Polyvinyl 
Chloride (PVC) grade ST2 to IEC 60502-1, grade YM/2 to 
SPLN 41-2. Black colour.

 :

Special Features on Request :
re Resist Retardant Ca Resistance 

   Zero Halogen- Black, with White printed number
- Black With Numbering + 1 Core Yellow Strip Green

Note : [re] Round solid conductor
   [rm] Circular stranded conductor
 
Packing : [D] Drum

Shield
Helically copper tape screened with nominal thickness 0.1 mm

Copper Conductor XLPE Insulated,  Copper Tape Screened and PVC Sheathed Control Cable

Cu/XLPE/CTS/PVC 0.6/1 kV (N2XSY)

No. of cores and 
Nominal thickness Overall 

Diameter
Weight of 

cable
DC Resistance

at 20 °C
Current Carrying
Capacity at 30 °C

Short circuit
current of 

conductor at 
1.0 sec

Standard
Delivery length 

Outer sheath (approx) (approx) In AIR In GROUND

sq.mm mm mm Kg/Km A kA m

7 x 4 re 0.7 1.8 18 570 704 25 28 0.64 1,000

7 x 4 rm 0.7 1.8 19 610 704 25 28 0.64 1,000

8 x 4 re 0.7 1.8 19 640 704 25 28 0.64 1,000

8 x 4 rm 0.7 1.8 20 685 704 25 28 0.64 1,000

10 x 4 re 0.7 1.8 22 784 704 21 23 0.64 1,000

10 x 4 rm 0.7 1.8 23 835 704 21 23 0.64 1,000

12 x 4 re 0.7 1.8 23 877 704 21 23 0.64 1,000

12 x 4 rm 0.7 1.8 24 945 704 21 23 0.64 1,000

14 x 4 re 0.7 1.8 23 975 704 20 21 0.64 1,000

14 x 4 rm 0.7 1.8 25 1,035 704 20 21 0.64 1,000

16 x 4 re 0.7 1.8 25 1,075 704 20 21 0.64 1,000

16 x 4 rm 0.7 1.8 26 1,155 704 20 21 0.64 1,000

19 x 4 re 0.7 1.8 26 1,213 704 17 18 0.64 1,000

19 x 4 rm 0.7 1.8 27 1,295 704 17 18 0.64 1,000

21 x 4 re 0.7 1.8 27 1,325 704 17 18 0.64 1,000

21 x 4 rm 0.7 1.9 28 1,420 704 17 18 0.64 1,000

24 x 4 re 0.7 1.9 29 1,517 704 15 16 0.64 1,000

24 x 4 rm 0.7 2.0 31 1,631 704 15 16 0.64 1,000

30 x 4 re 0.7 2.0 31 1,805 704 15 16 0.64 1,000

30 x 4 rm 0.7 2.1 34 1,965 704 15 16 0.64 1,000

40 x 4 re 0.7 2.1 35 2,335 704 13 14 0.64 1,000

40 x 4 rm 0.7 2.2 37 2,505 704 13 14 0.64 1,000

52 x 4 re 0.7 2.2 39 2,953 704 13 14 0.64 500

52 x 4 rm 0.7 2.3 42 3,172 704 13 14 0.64 500

61 x 4 re 0.7 2.3 42 3,392 704 11 13 0.64 500

61 x 4 rm 0.7 2.4 45 3,688 704 11 13 0.64 500
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SNI IEC 60502-1 : 2009
IEC 60502-1 : 2004

Conductor
Annealed plain copper round solid or round circular stranded 
according to SNI IEC 60228, SPLN 41-1

Extruded layer of Cross-Linked Polyethylene (XLPE)
complied with SNI IEC 60502 - 1 ; SPLN 41-9

Colour :  

Inner Covering / 
Extruded Polyvinyl Chloride (PVC), Black colour

Outer Sheath
The Outer Sheath shall be a layer of Extruded Polyvinyl 
Chloride (PVC) grade ST2 to IEC 60502-1, grade YM/2 to 
SPLN 41-2. Black colour.

 :

Special Features on Request :
re Resist Retardant Ca Resistance 

   Zero Halogen- Black, with White printed number
- Black With Numbering + 1 Core Yellow Strip Green

Note : [re] Round solid conductor
   [rm] Circular stranded conductor
 
Packing : [D] Drum

Shield
Helically copper tape screened with nominal thickness 0.1 mm

Copper Conductor XLPE Insulated,  Copper Tape Screened and PVC Sheathed Control Cable

Cu/XLPE/CTS/PVC 0.6/1 kV (N2XSY)

No. of cores and 
Nominal thickness Overall 

Diameter
Weight of 

cable
DC Resistance

at 20 °C
Current Carrying
Capacity at 30 °C

Short circuit
current of 

conductor at 
1.0 sec

Standard
Delivery length 

Outer sheath (approx) (approx) In AIR In GROUND

sq.mm mm mm Kg/Km A kA m

7 x 6 re 0.7 1.8 19 729 590 32 36 0.93 1,000

7 x 6 rm 0.7 1.8 21 775 590 32 36 0.93 1,000

8 x 6 re 0.7 1.8 21 817 590 32 36 0.93 1,000

8 x 6 rm 0.7 1.8 22 870 590 32 36 0.93 1,000

10 x 6 re 0.7 1.8 24 1,010 590 28 30 0.93 1,000

10 x 6 rm 0.7 1.8 25 1,075 590 28 30 0.93 1,000

12 x 6 re 0.7 1.8 25 1,145 590 28 30 0.93 1,000

12 x 6 rm 0.7 1.8 26 1,225 590 28 30 0.93 1,000

14 x 6 re 0.7 1.8 26 1,265 590 25 26 0.93 1,000

14 x 6 rm 0.7 1.8 27 1,353 590 25 26 0.93 1,000

16 x 6 re 0.7 1.8 27 1,413 590 25 26 0.93 1,000

16 x 6 rm 0.7 1.8 29 1,513 590 25 26 0.93 1,000

19 x 6 re 0.7 1.8 28 1,610 590 22 23 0.93 1,000

19 x 6 rm 0.7 1.9 30 1,725 590 22 23 0.93 1,000

21 x 6 re 0.7 1.9 29 1,765 590 22 23 0.93 1,000

21 x 6 rm 0.7 1.9 32 1,885 590 22 23 0.93 1,000

24 x 6 re 0.7 2.0 33 2,065 590 20 21 0.93 1,000

24 x 6 rm 0.7 2.1 35 2,210 590 20 21 0.93 1,000

30 x 6 re 0.7 2.1 35 2,560 590 20 21 0.93 1,000

30 x 6 rm 0.7 2.1 37 2,633 590 20 21 0.93 1,000

40 x 6 re 0.7 2.2 39 3,155 590 17 18 0.93 500

40 x 6 rm 0.7 2.3 42 3,380 590 17 18 0.93 500

52 x 6 re 0.7 2.4 44 4,065 590 17 18 0.93 500

52 x 6 rm 0.7 2.5 48 4,345 590 17 18 0.93 500

61 x 6 re 0.7 2.4 47 4,675 590 15 16 0.93 500

61 x 6 rm 0.7 2.6 50 4,995 590 15 16 0.93 500
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SNI IEC 60502-1 : 2009
IEC 60502-1 : 2004

Conductor
Annealed plain copper round solid or round circular stranded 
according to SNI IEC 60228, SPLN 41-1

Extruded layer of Cross-Linked Polyethylene (XLPE)
complied with SNI IEC 60502 - 1 ; SPLN 41-9

Colour :   

Inner Covering / 
Extruded Polyvinyl Chloride (PVC), Black colour

Outer Sheath
The Outer Sheath shall be a layer of Extruded Polyvinyl 
Chloride (PVC) grade ST2 to IEC 60502-1, grade YM/2 to 
SPLN 41-2. Black colour.

 :

Special Features on Request :
re Resist Retardant Ca Resistance 

   Zero Halogen- Black, with White printed number
- Black With Numbering + 1 Core Yellow Strip Green

Note : [re] Round solid conductor
   [rm] Circular stranded conductor
 
Packing : [D] Drum

Shield
Helically copper tape screened with nominal thickness 0.1 mm

Copper Conductor XLPE Insulated,  Copper Tape Screened and PVC Sheathed Control Cable

Cu/XLPE/CTS/PVC 0.6/1 kV (N2XSY)

No. of cores and 
Nominal thickness Overall 

Diameter
Weight of 

cable
DC Resistance

at 20 °C
Current Carrying
Capacity at 30 °C

Short circuit
current of 

conductor at 
1.0 sec

Standard
Delivery length 

Outer sheath (approx) (approx) In AIR In GROUND

sq.mm mm mm Kg/Km A kA m

7 x 4 re 0.7 1.8 18 570 704 25 28 0.64 1,000

7 x 4 rm 0.7 1.8 19 610 704 25 28 0.64 1,000

8 x 4 re 0.7 1.8 19 640 704 25 28 0.64 1,000

8 x 4 rm 0.7 1.8 20 685 704 25 28 0.64 1,000

10 x 4 re 0.7 1.8 22 784 704 21 23 0.64 1,000

10 x 4 rm 0.7 1.8 23 835 704 21 23 0.64 1,000

12 x 4 re 0.7 1.8 23 877 704 21 23 0.64 1,000

12 x 4 rm 0.7 1.8 24 945 704 21 23 0.64 1,000

14 x 4 re 0.7 1.8 23 975 704 20 21 0.64 1,000

14 x 4 rm 0.7 1.8 25 1,035 704 20 21 0.64 1,000

16 x 4 re 0.7 1.8 25 1,075 704 20 21 0.64 1,000

16 x 4 rm 0.7 1.8 26 1,155 704 20 21 0.64 1,000

19 x 4 re 0.7 1.8 26 1,213 704 17 18 0.64 1,000

19 x 4 rm 0.7 1.8 27 1,295 704 17 18 0.64 1,000

21 x 4 re 0.7 1.8 27 1,325 704 17 18 0.64 1,000

21 x 4 rm 0.7 1.9 28 1,420 704 17 18 0.64 1,000

24 x 4 re 0.7 1.9 29 1,517 704 15 16 0.64 1,000

24 x 4 rm 0.7 2.0 31 1,631 704 15 16 0.64 1,000

30 x 4 re 0.7 2.0 31 1,805 704 15 16 0.64 1,000

30 x 4 rm 0.7 2.1 34 1,965 704 15 16 0.64 1,000

40 x 4 re 0.7 2.1 35 2,335 704 13 14 0.64 1,000

40 x 4 rm 0.7 2.2 37 2,505 704 13 14 0.64 1,000

52 x 4 re 0.7 2.2 39 2,953 704 13 14 0.64 500

52 x 4 rm 0.7 2.3 42 3,172 704 13 14 0.64 500

61 x 4 re 0.7 2.3 42 3,392 704 11 13 0.64 500

61 x 4 rm 0.7 2.4 45 3,688 704 11 13 0.64 500
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SNI IEC 60502-1 : 2009
IEC 60502-1 : 2004

Conductor
Annealed plain copper round solid or round circular stranded 
according to SNI IEC 60228, SPLN 41-1

Extruded layer of Cross-Linked Polyethylene (XLPE)
complied with SNI IEC 60502 - 1 ; SPLN 41-9

Colour :  

Inner Covering / 
Extruded Polyvinyl Chloride (PVC), Black colour

Outer Sheath
The Outer Sheath shall be a layer of Extruded Polyvinyl 
Chloride (PVC) grade ST2 to IEC 60502-1, grade YM/2 to 
SPLN 41-2. Black colour.

 :

Special Features on Request :
re Resist Retardant Ca Resistance 

   Zero Halogen- Black, with White printed number
- Black With Numbering + 1 Core Yellow Strip Green

Note : [re] Round solid conductor
   [rm] Circular stranded conductor
 
Packing : [D] Drum

Shield
Helically copper tape screened with nominal thickness 0.1 mm

Copper Conductor XLPE Insulated,  Copper Tape Screened and PVC Sheathed Control Cable

Cu/XLPE/CTS/PVC 0.6/1 kV (N2XSY)

No. of cores and 
Nominal thickness Overall 

Diameter
Weight of 

cable
DC Resistance

at 20 °C
Current Carrying
Capacity at 30 °C

Short circuit
current of 

conductor at 
1.0 sec

Standard
Delivery length 

Outer sheath (approx) (approx) In AIR In GROUND

sq.mm mm mm Kg/Km A kA m

7 x 6 re 0.7 1.8 19 729 590 32 36 0.93 1,000

7 x 6 rm 0.7 1.8 21 775 590 32 36 0.93 1,000

8 x 6 re 0.7 1.8 21 817 590 32 36 0.93 1,000

8 x 6 rm 0.7 1.8 22 870 590 32 36 0.93 1,000

10 x 6 re 0.7 1.8 24 1,010 590 28 30 0.93 1,000

10 x 6 rm 0.7 1.8 25 1,075 590 28 30 0.93 1,000

12 x 6 re 0.7 1.8 25 1,145 590 28 30 0.93 1,000

12 x 6 rm 0.7 1.8 26 1,225 590 28 30 0.93 1,000

14 x 6 re 0.7 1.8 26 1,265 590 25 26 0.93 1,000

14 x 6 rm 0.7 1.8 27 1,353 590 25 26 0.93 1,000

16 x 6 re 0.7 1.8 27 1,413 590 25 26 0.93 1,000

16 x 6 rm 0.7 1.8 29 1,513 590 25 26 0.93 1,000

19 x 6 re 0.7 1.8 28 1,610 590 22 23 0.93 1,000

19 x 6 rm 0.7 1.9 30 1,725 590 22 23 0.93 1,000

21 x 6 re 0.7 1.9 29 1,765 590 22 23 0.93 1,000

21 x 6 rm 0.7 1.9 32 1,885 590 22 23 0.93 1,000

24 x 6 re 0.7 2.0 33 2,065 590 20 21 0.93 1,000

24 x 6 rm 0.7 2.1 35 2,210 590 20 21 0.93 1,000

30 x 6 re 0.7 2.1 35 2,560 590 20 21 0.93 1,000

30 x 6 rm 0.7 2.1 37 2,633 590 20 21 0.93 1,000

40 x 6 re 0.7 2.2 39 3,155 590 17 18 0.93 500

40 x 6 rm 0.7 2.3 42 3,380 590 17 18 0.93 500

52 x 6 re 0.7 2.4 44 4,065 590 17 18 0.93 500

52 x 6 rm 0.7 2.5 48 4,345 590 17 18 0.93 500

61 x 6 re 0.7 2.4 47 4,675 590 15 16 0.93 500

61 x 6 rm 0.7 2.6 50 4,995 590 15 16 0.93 500


