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Cu/XLPE/PVC 0.6/1 kV (N2XY)

SNI IEC 60502-1 : 2009
SPLN 43-6 : 1994
IEC 60502-1 : 2004

Conductor
Annealed plain copper round solid or round circular stranded 
according to SNI IEC 60228, SPLN 41-1

Extruded layer of Cross-Linked Polyethylene (XLPE)
complied with SNI IEC 60502 - 1 ; SPLN 41-9

Colour :  

Inner Covering / 
Extruded Polyvinyl Chloride (PVC), Black colour

Outer Sheath
The Outer Sheath shall be a layer of Extruded Polyvinyl 
Chloride (PVC) grade ST2 to IEC 60502-1, grade YM/2 to 
SPLN 41-2. Black colour.

 :

Special Features on Request :
re Resist Retardant Ca Resistance 

   Zero Halogen

Note : [re] Round solid conductor
   [rm] Circular stranded conductor
 
Packing : [D] Drum

Copper Conductor XLPE Insulated and PVC Sheathed non Armoured Power Cable

- Yellow Strip Green, Light Blue, Brown, Black 
And Grey

No. of cores and 
Nominal thickness Overall 

Diameter
Weight of 

cable
DC. Resistance 

at 20 °C
Current Carrying
Capacity at 30 °C

Short circuit 
current of 

conductor at 
1.0 sec

Standard
Delivery length Outer 

sheath (approx) (approx) In AIR In GROUND

sq.mm mm mm mm Kg/Km A A kA m

5 x 1.5 re 0.7 1.8 14 266 1,121 27 21 0.26 1,000

5 x 1.5 rm 0.7 1.8 14 274 1,020 27 21 0.26 1,000

5 x 2.5 re 0.7 1.8 15 335 940 37 29 0.41 1,000

5 x 2.5 rm 0.7 1.8 15 355 842 37 29 0.41 1,000

5 x 4 re 0.7 1.8 16 438 784 47 39 0.64 1,000

5 x 4 rm 0.7 1.8 17 467 704 47 39 0.64 1,000

5 x 6 re 0.7 1.8 17.5 562 667 60 50 0.93 1,000

5 x 6 rm 0.7 1.8 18.5 598 590 60 50 0.93 1,000

5 x 10 re 0.7 1.8 20 807 538 79 69 1.53 1,000

5 x 10 rm 0.7 1.8 21 863 473 79 69 1.53 1,000

5 x 16 rm 0.7 1.8 24 1,226 392 102 92 2.41 1,000

5 x 25 rm 0.9 1.8 29 1,843 400 133 120 3.73 1,000

5 x 35 rm 0.9 1.8 33 2,475 348 158 149 5.18 1,000

5 x 50 rm 1.0 2.0 37 3,224 326 189 184 7.36 1,000
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Cu/XLPE/PVC 0.6/1 kV (N2XY)

SNI IEC 60502-1 : 2009
SPLN 43-6 : 1994
IEC 60502-1 : 2004

Conductor
Annealed plain copper round solid or round circular stranded 
according to SNI IEC 60228, SPLN 41-1

Extruded layer of Cross-Linked Polyethylene (XLPE)
complied with SNI IEC 60502 - 1 ; SPLN 41-9   

Inner Covering / 
Extruded Polyvinyl Chloride (PVC), Black colour

Outer Sheath
The Outer Sheath shall be a layer of Extruded Polyvinyl 
Chloride (PVC) grade ST2 to IEC 60502-1, grade YM/2 to 
SPLN 41-2. Black colour.

 :

Special Features on Request :
re Resist Retardant Ca Resistance 

   Zero Halogen

Note : [re] Round solid conductor
   [rm] Circular stranded conductor
 
Packing : [D] Drum

- Black, with White printed numberColour : 
- Black With Numbering + 1 Core Yellow Strip Green

Copper Conductor XLPE Insulated and PVC Sheathed non Armoured Control Cable

No. of cores and 
Nominal thickness Overall 

Diameter
Weight of 

cable
DC. Resistance 

at 20 °C
Current Carrying
Capacity at 30 °C

Short circuit 
current of 

conductor at 
1.0 sec

Standard
Delivery length 

Outer sheath (approx) (approx) In AIR In GROUND

sq.mm mm mm mm Kg/Km A A kA m

7 x 1.5 re 0.7 1.8 15 305 1,121 11 16 0.26 500

7 x 1.5 rm 0.7 1.8 15 324 1,020 11 16 0.26 500

8 x 1.5 re 0.7 1.8 16 340 1,121 11 16 0.26 500

8 x 1.5 rm 0.7 1.8 16 350 1,020 11 16 0.26 500

10 x 1.5 re 0.7 1.8 18 413 1,121 10 14 0.26 500

10 x 1.5 rm 0.7 1.8 19 426 1,020 10 14 0.26 500

12 x 1.5 re 0.7 1.8 18 457 1,121 13 14 0.26 500

12 x 1.5 rm 0.7 1.8 19 471 1,020 13 14 0.26 500

14 x 1.5 re 0.7 1.8 19 498 1,121 9 11 0.26 500

14 x 1.5 rm 0.7 1.8 20 512 1,020 9 11 0.26 500

16 x 1.5 re 0.7 1.8 20 549 1,121 9 11 0.26 500

16 x 1.5 rm 0.7 1.8 21 564 1,020 9 11 0.26 500

19 x 1.5 re 0.7 1.8 21 610 1,121 8 10 0.26 500

19 x 1.5 rm 0.7 1.8 21 626 1,020 8 10 0.26 500

21 x 1.5 re 0.7 1.8 22 662 1,121 8 10 0.26 500

21 x 1.5 rm 0.7 1.8 22 679 1,020 8 10 0.26 500

24 x 1.5 re 0.7 1.8 24 752 1,121 7 9 0.26 500

24 x 1.5 rm 0.7 1.8 24 772 1,020 7 9 0.26 500

30 x 1.5 re 0.7 1.8 25 877 1,121 7 9 0.26 500

30 x 1.5 rm 0.7 1.8 26 898 1,020 7 9 0.26 500

40 x 1.5 re 0.7 1.8 27 1,096 1,121 6 8 0.26 500

40 x 1.5 rm 0.7 1.8 28 1,126 1,020 6 8 0.26 500

52 x 1.5 re 0.7 1.9 31 2,383 1,121 6 8 0.26 500

52 x 1.5 rm 0.7 2.0 32 1,455 1,020 6 8 0.26 500

61 x 1.5 re 0.7 2.0 33 1,616 1,121 5 7 0.26 500

61 x 1.5 rm 0.7 2.0 34 1,653 1,020 5 7 0.26 500
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Cu/XLPE/PVC 0.6/1 kV (N2XY)

SNI IEC 60502-1 : 2009
SPLN 43-6 : 1994
IEC 60502-1 : 2004

Conductor
Annealed plain copper round solid or round circular stranded 
according to SNI IEC 60228, SPLN 41-1

Extruded layer of Cross-Linked Polyethylene (XLPE)
complied with SNI IEC 60502 - 1 ; SPLN 41-9 

Inner Covering / 
Extruded Polyvinyl Chloride (PVC), Black colour

Outer Sheath
The Outer Sheath shall be a layer of Extruded Polyvinyl 
Chloride (PVC) grade ST2 to IEC 60502-1, grade YM/2 to 
SPLN 41-2. Black colour.

 :

Special Features on Request :
re Resist Retardant Ca Resistance 

   Zero Halogen

Note : [re] Round solid conductor
   [rm] Circular stranded conductor
 
Packing : [D] Drum

- Black, with White printed numberColour : 
- Black With Numbering + 1 Core Yellow Strip Green

Copper Conductor XLPE Insulated and PVC Sheathed non Armoured Control Cable

No. of cores and 
Nominal thickness Overall 

Diameter
Weight of 

cable
DC. Resistance 

at 20 °C
Current Carrying
Capacity at 30 °C

Short circuit 
current of 

conductor at 
1.0 sec

Standard
Delivery length 

Outer sheath (approx) (approx) In AIR In GROUND

sq.mm mm mm mm Kg/Km A A kA m

7 x 2.5 re 0.7 1.8 16 403 940 18 22 0.41 500

7 x 2.5 rm 0.7 1.8 17 427 842 18 22 0.41 500

8 x 2.5 re 0.7 1.8 17 425 940 18 22 0.41 500

8 x 2.5 rm 0.7 1.8 18 447 842 18 22 0.41 500

10 x 2.5 re 0.7 1.8 19 513 940 15 18 0.41 500

10 x 2.5 rm 0.7 1.8 20 541 842 15 18 0.41 500

12 x 2.5 re 0.7 1.8 20 576 940 15 18 0.41 500

12 x 2.5 rm 0.7 1.8 21 607 842 15 18 0.41 500

14 x 2.5 re 0.7 1.8 21 644 940 14 16 0.41 500

14 x 2.5 rm 0.7 1.8 22 679 842 14 16 0.41 500

16 x 2.5 re 0.7 1.8 22 714 940 14 16 0.41 500

16 x 2.5 rm 0.7 1.8 23 752 842 14 16 0.41 500

19 x 2.5 re 0.7 1.8 23 811 940 12 14 0.41 500

19 x 2.5 rm 0.7 1.8 24 855 842 12 14 0.41 500

21 x 2.5 re 0.7 1.8 24 882 940 12 14 0.41 500

21 x 2.5 rm 0.7 1.8 25 929 842 12 14 0.41 500

24 x 2.5 re 0.7 1.8 26 998 940 11 13 0.41 500

24 x 2.5 rm 0.7 1.8 27 1,054 842 11 13 0.41 500

30 x 2.5 re 0.7 1.8 27 1,187 940 11 13 0.41 500

30 x 2.5 rm 0.7 1.8 29 1,259 842 11 13 0.41 500

40 x 2.5 re 0.7 1.9 30 1,523 940 9 10 0.41 500

40 x 2.5 rm 0.7 1.9 33 1,653 842 9 10 0.41 500

52 x 2.5 re 0.7 2.0 35 1,973 940 9 10 0.41 500

52 x 2.5 rm 0.7 2.0 37 2,093 842 9 10 0.41 500

61 x 2.5 re 0.7 2.0 37 2,269 940 8 9 0.41 500

61 x 2.5 rm 0.7 2.0 39 2,403 842 8 9 0.41 500
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Cu/XLPE/PVC 0.6/1 kV (N2XY)

SNI IEC 60502-1 : 2009
SPLN 43-6 : 1994
IEC 60502-1 : 2004

Conductor
Annealed plain copper round solid or round circular stranded 
according to SNI IEC 60228, SPLN 41-1

Extruded layer of Cross-Linked Polyethylene (XLPE)
complied with SNI IEC 60502 - 1 ; SPLN 41-9   

Inner Covering / 
Extruded Polyvinyl Chloride (PVC), Black colour

Outer Sheath
The Outer Sheath shall be a layer of Extruded Polyvinyl 
Chloride (PVC) grade ST2 to IEC 60502-1, grade YM/2 to 
SPLN 41-2. Black colour.

 :

Special Features on Request :
re Resist Retardant Ca Resistance 

   Zero Halogen

Note : [re] Round solid conductor
   [rm] Circular stranded conductor
 
Packing : [D] Drum

- Black, with White printed numberColour : 
- Black With Numbering + 1 Core Yellow Strip Green

Copper Conductor XLPE Insulated and PVC Sheathed non Armoured Control Cable

No. of cores and 
Nominal thickness Overall 

Diameter
Weight of 

cable
DC. Resistance 

at 20 °C
Current Carrying
Capacity at 30 °C

Short circuit 
current of 

conductor at 
1.0 sec

Standard
Delivery length 

Outer sheath (approx) (approx) In AIR In GROUND

sq.mm mm mm mm Kg/Km A A kA m

7 x 1.5 re 0.7 1.8 15 305 1,121 11 16 0.26 500

7 x 1.5 rm 0.7 1.8 15 324 1,020 11 16 0.26 500

8 x 1.5 re 0.7 1.8 16 340 1,121 11 16 0.26 500

8 x 1.5 rm 0.7 1.8 16 350 1,020 11 16 0.26 500

10 x 1.5 re 0.7 1.8 18 413 1,121 10 14 0.26 500

10 x 1.5 rm 0.7 1.8 19 426 1,020 10 14 0.26 500

12 x 1.5 re 0.7 1.8 18 457 1,121 13 14 0.26 500

12 x 1.5 rm 0.7 1.8 19 471 1,020 13 14 0.26 500

14 x 1.5 re 0.7 1.8 19 498 1,121 9 11 0.26 500

14 x 1.5 rm 0.7 1.8 20 512 1,020 9 11 0.26 500

16 x 1.5 re 0.7 1.8 20 549 1,121 9 11 0.26 500

16 x 1.5 rm 0.7 1.8 21 564 1,020 9 11 0.26 500

19 x 1.5 re 0.7 1.8 21 610 1,121 8 10 0.26 500

19 x 1.5 rm 0.7 1.8 21 626 1,020 8 10 0.26 500

21 x 1.5 re 0.7 1.8 22 662 1,121 8 10 0.26 500

21 x 1.5 rm 0.7 1.8 22 679 1,020 8 10 0.26 500

24 x 1.5 re 0.7 1.8 24 752 1,121 7 9 0.26 500

24 x 1.5 rm 0.7 1.8 24 772 1,020 7 9 0.26 500

30 x 1.5 re 0.7 1.8 25 877 1,121 7 9 0.26 500

30 x 1.5 rm 0.7 1.8 26 898 1,020 7 9 0.26 500

40 x 1.5 re 0.7 1.8 27 1,096 1,121 6 8 0.26 500

40 x 1.5 rm 0.7 1.8 28 1,126 1,020 6 8 0.26 500

52 x 1.5 re 0.7 1.9 31 2,383 1,121 6 8 0.26 500

52 x 1.5 rm 0.7 2.0 32 1,455 1,020 6 8 0.26 500

61 x 1.5 re 0.7 2.0 33 1,616 1,121 5 7 0.26 500

61 x 1.5 rm 0.7 2.0 34 1,653 1,020 5 7 0.26 500
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Cu/XLPE/PVC 0.6/1 kV (N2XY)

SNI IEC 60502-1 : 2009
SPLN 43-6 : 1994
IEC 60502-1 : 2004

Conductor
Annealed plain copper round solid or round circular stranded 
according to SNI IEC 60228, SPLN 41-1

Extruded layer of Cross-Linked Polyethylene (XLPE)
complied with SNI IEC 60502 - 1 ; SPLN 41-9 

Inner Covering / 
Extruded Polyvinyl Chloride (PVC), Black colour

Outer Sheath
The Outer Sheath shall be a layer of Extruded Polyvinyl 
Chloride (PVC) grade ST2 to IEC 60502-1, grade YM/2 to 
SPLN 41-2. Black colour.

 :

Special Features on Request :
re Resist Retardant Ca Resistance 

   Zero Halogen

Note : [re] Round solid conductor
   [rm] Circular stranded conductor
 
Packing : [D] Drum

- Black, with White printed numberColour : 
- Black With Numbering + 1 Core Yellow Strip Green

Copper Conductor XLPE Insulated and PVC Sheathed non Armoured Control Cable

No. of cores and 
Nominal thickness Overall 

Diameter
Weight of 

cable
DC. Resistance 

at 20 °C
Current Carrying
Capacity at 30 °C

Short circuit 
current of 

conductor at 
1.0 sec

Standard
Delivery length 

Outer sheath (approx) (approx) In AIR In GROUND

sq.mm mm mm mm Kg/Km A A kA m

7 x 2.5 re 0.7 1.8 16 403 940 18 22 0.41 500

7 x 2.5 rm 0.7 1.8 17 427 842 18 22 0.41 500

8 x 2.5 re 0.7 1.8 17 425 940 18 22 0.41 500

8 x 2.5 rm 0.7 1.8 18 447 842 18 22 0.41 500

10 x 2.5 re 0.7 1.8 19 513 940 15 18 0.41 500

10 x 2.5 rm 0.7 1.8 20 541 842 15 18 0.41 500

12 x 2.5 re 0.7 1.8 20 576 940 15 18 0.41 500

12 x 2.5 rm 0.7 1.8 21 607 842 15 18 0.41 500

14 x 2.5 re 0.7 1.8 21 644 940 14 16 0.41 500

14 x 2.5 rm 0.7 1.8 22 679 842 14 16 0.41 500

16 x 2.5 re 0.7 1.8 22 714 940 14 16 0.41 500

16 x 2.5 rm 0.7 1.8 23 752 842 14 16 0.41 500

19 x 2.5 re 0.7 1.8 23 811 940 12 14 0.41 500

19 x 2.5 rm 0.7 1.8 24 855 842 12 14 0.41 500

21 x 2.5 re 0.7 1.8 24 882 940 12 14 0.41 500

21 x 2.5 rm 0.7 1.8 25 929 842 12 14 0.41 500

24 x 2.5 re 0.7 1.8 26 998 940 11 13 0.41 500

24 x 2.5 rm 0.7 1.8 27 1,054 842 11 13 0.41 500

30 x 2.5 re 0.7 1.8 27 1,187 940 11 13 0.41 500

30 x 2.5 rm 0.7 1.8 29 1,259 842 11 13 0.41 500

40 x 2.5 re 0.7 1.9 30 1,523 940 9 10 0.41 500

40 x 2.5 rm 0.7 1.9 33 1,653 842 9 10 0.41 500

52 x 2.5 re 0.7 2.0 35 1,973 940 9 10 0.41 500

52 x 2.5 rm 0.7 2.0 37 2,093 842 9 10 0.41 500

61 x 2.5 re 0.7 2.0 37 2,269 940 8 9 0.41 500

61 x 2.5 rm 0.7 2.0 39 2,403 842 8 9 0.41 500

14sales@kabelindo.co.id

Cu/XLPE/PVC 0.6/1 kV (N2XY)

SNI IEC 60502-1 : 2009
SPLN 43-6 : 1994
IEC 60502-1 : 2004

Conductor
Annealed plain copper round solid or round circular stranded 
according to SNI IEC 60228, SPLN 41-1

Extruded layer of Cross-Linked Polyethylene (XLPE)
complied with SNI IEC 60502 - 1 ; SPLN 41-9   

Inner Covering / 
Extruded Polyvinyl Chloride (PVC), Black colour

Outer Sheath
The Outer Sheath shall be a layer of Extruded Polyvinyl 
Chloride (PVC) grade ST2 to IEC 60502-1, grade YM/2 to 
SPLN 41-2. Black colour.

 :

Special Features on Request :
re Resist Retardant Ca Resistance 

   Zero Halogen

Note : [re] Round solid conductor
   [rm] Circular stranded conductor
 
Packing : [D] Drum

- Black, with White printed numberColour : 
- Black With Numbering + 1 Core Yellow Strip Green

Copper Conductor XLPE Insulated and PVC Sheathed non Armoured Control Cable

No. of cores and 
Nominal thickness Overall 

Diameter
Weight of 

cable
DC. Resistance

at 20 °C
Current Carrying
Capacity at 30 °C

Short circuit 
current of 

conductor at 
1.0 sec

Standard
Delivery length 

Outer sheath (approx) (approx) In AIR In GROUND

sq.mm mm mm mm Kg/Km A A kA m

7 x 4 re 0.7 1.8 17 531 784 25 27 0.64 500

7 x 4 rm 0.7 1.8 18 567 704 25 27 0.64 500

8 x 4re 0.7 1.8 19 562 784 25 27 0.64 500

8 x 4 rm 0.7 1.8 20 595 704 25 27 0.64 500

10 x 4 re 0.7 1.8 21 685 784 21 23 0.64 500

10 x 4 rm 0.7 1.8 22 726 704 21 23 0.64 500

12 x 4 re 0.7 1.8 22 777 784 21 23 0.64 500

12 x 4 rm 0.7 1.8 23 824 704 21 23 0.64 500

14 x 4 re 0.7 1.8 23 876 784 19 21 0.64 500

14 x 4 rm 0.7 1.8 24 928 704 19 21 0.64 500

16 x 4 re 0.7 1.8 24 976 784 19 21 0.64 500

16 x 4 rm 0.7 1.8 25 1034 704 19 21 0.64 500

19 x 4 re 0.7 1.8 25 1119 784 17 18 0.64 500

19 x 4 rm 0.7 1.8 26 1184 704 17 18 0.64 500

21 x 4 re 0.7 1.8 27 1220 784 17 18 0.64 500

21 x 4 rm 0.7 1.8 28 1296 704 17 18 0.64 500

24 x 4 re 0.7 1.8 29 1394 784 15 16 0.64 500

24 x 4 rm 0.7 1.8 31 1,680 704 15 16 0.64 500

30 x 4 re 0.7 1.9 31 1,690 784 15 16 0.64 500

30 x 4 rm 0.7 1.9 33 1,828 704 15 16 0.64 500

40 x 4 re 0.7 2.0 35 2,211 784 13 14 0.64 500

40 x 4 rm 0.7 2.0 37 2,345 704 13 14 0.64 500

52 x 4 re 0.7 2.1 39 2,815 784 13 14 0.64 500

52 x 4 rm 0.7 2.1 41 2,997 704 13 14 0.64 500

61 x 4 re 0.7 2.2 42 3,248 784 11 11 0.64 500

61 x 4 rm 0.7 2.2 45 3,511 704 11 11 0.64 500
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Cu/XLPE/PVC 0.6/1 kV (N2XY)

SNI IEC 60502-1 : 2009
SPLN 43-6 : 1994
IEC 60502-1 : 2004

Conductor
Annealed plain copper round solid or round circular stranded 
according to SNI IEC 60228, SPLN 41-1

Extruded layer of Cross-Linked Polyethylene (XLPE)
complied with SNI IEC 60502 - 1 ; SPLN 41-9 

Inner Covering / 
Extruded Polyvinyl Chloride (PVC), Black colour

Outer Sheath
The Outer Sheath shall be a layer of Extruded Polyvinyl 
Chloride (PVC) grade ST2 to IEC 60502-1, grade YM/2 to 
SPLN 41-2. Black colour.

 :

Special Features on Request :
re Resist Retardant Ca Resistance 

   Zero Halogen

Note : [re] Round solid conductor
   [rm] Circular stranded conductor
 
Packing : [D] Drum

- Black, with White printed numberColour : 
- Black With Numbering + 1 Core Yellow Strip Green

Copper Conductor XLPE Insulated and PVC Sheathed non Armoured Control Cable

No. of cores and 
Nominal thickness Overall 

Diameter
Weight of 

cable
DC. Resistance 

at 20 °C
Current Carrying
Capacity at 30 °C

Short circuit 
current of 

conductor at 
1.0 sec

Standard
Delivery length 

Outer sheath (approx) (approx) In AIR In GROUND

sq.mm mm mm mm Kg/Km A A kA m

7 x 2.5 re 0.7 1.8 16 403 940 18 22 0.41 500

7 x 2.5 rm 0.7 1.8 17 427 842 18 22 0.41 500

8 x 2.5 re 0.7 1.8 17 425 940 18 22 0.41 500

8 x 2.5 rm 0.7 1.8 18 447 842 18 22 0.41 500

10 x 2.5 re 0.7 1.8 19 513 940 15 18 0.41 500

10 x 2.5 rm 0.7 1.8 20 541 842 15 18 0.41 500

12 x 2.5 re 0.7 1.8 20 576 940 15 18 0.41 500

12 x 2.5 rm 0.7 1.8 21 607 842 15 18 0.41 500

14 x 2.5 re 0.7 1.8 21 644 940 14 16 0.41 500

14 x 2.5 rm 0.7 1.8 22 679 842 14 16 0.41 500

16 x 2.5 re 0.7 1.8 22 714 940 14 16 0.41 500

16 x 2.5 rm 0.7 1.8 23 752 842 14 16 0.41 500

19 x 2.5 re 0.7 1.8 23 811 940 12 14 0.41 500

19 x 2.5 rm 0.7 1.8 24 855 842 12 14 0.41 500

21 x 2.5 re 0.7 1.8 24 882 940 12 14 0.41 500

21 x 2.5 rm 0.7 1.8 25 929 842 12 14 0.41 500

24 x 2.5 re 0.7 1.8 26 998 940 11 13 0.41 500

24 x 2.5 rm 0.7 1.8 27 1,054 842 11 13 0.41 500

30 x 2.5 re 0.7 1.8 27 1,187 940 11 13 0.41 500

30 x 2.5 rm 0.7 1.8 29 1,259 842 11 13 0.41 500

40 x 2.5 re 0.7 1.9 30 1,523 940 9 10 0.41 500

40 x 2.5 rm 0.7 1.9 33 1,653 842 9 10 0.41 500

52 x 2.5 re 0.7 2.0 35 1,973 940 9 10 0.41 500

52 x 2.5 rm 0.7 2.0 37 2,093 842 9 10 0.41 500

61 x 2.5 re 0.7 2.0 37 2,269 940 8 9 0.41 500

61 x 2.5 rm 0.7 2.0 39 2,403 842 8 9 0.41 500
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Cu/XLPE/PVC 0.6/1 kV (N2XY)

SNI IEC 60502-1 : 2009
SPLN 43-6 : 1994
IEC 60502-1 : 2004

Conductor
Annealed plain copper round solid or round circular stranded 
according to SNI IEC 60228, SPLN 41-1

Extruded layer of Cross-Linked Polyethylene (XLPE)
complied with SNI IEC 60502 - 1 ; SPLN 41-9   

Inner Covering / 
Extruded Polyvinyl Chloride (PVC), Black colour

Outer Sheath
The Outer Sheath shall be a layer of Extruded Polyvinyl 
Chloride (PVC) grade ST2 to IEC 60502-1, grade YM/2 to 
SPLN 41-2. Black colour.

 :

Special Features on Request :
re Resist Retardant Ca Resistance 

   Zero Halogen

Note : [re] Round solid conductor
   [rm] Circular stranded conductor
 
Packing : [D] Drum

- Black, with White printed numberColour : 
- Black With Numbering + 1 Core Yellow Strip Green

Copper Conductor XLPE Insulated and PVC Sheathed non Armoured Control Cable

No. of cores and 
Nominal thickness Overall 

Diameter
Weight of 

cable
DC. Resistance

at 20 °C
Current Carrying
Capacity at 30 °C

Short circuit 
current of 

conductor at 
1.0 sec

Standard
Delivery length 

Outer sheath (approx) (approx) In AIR In GROUND

sq.mm mm mm mm Kg/Km A A kA m

7 x 4 re 0.7 1.8 17 531 784 25 27 0.64 500

7 x 4 rm 0.7 1.8 18 567 704 25 27 0.64 500

8 x 4re 0.7 1.8 19 562 784 25 27 0.64 500

8 x 4 rm 0.7 1.8 20 595 704 25 27 0.64 500

10 x 4 re 0.7 1.8 21 685 784 21 23 0.64 500

10 x 4 rm 0.7 1.8 22 726 704 21 23 0.64 500

12 x 4 re 0.7 1.8 22 777 784 21 23 0.64 500

12 x 4 rm 0.7 1.8 23 824 704 21 23 0.64 500

14 x 4 re 0.7 1.8 23 876 784 19 21 0.64 500

14 x 4 rm 0.7 1.8 24 928 704 19 21 0.64 500

16 x 4 re 0.7 1.8 24 976 784 19 21 0.64 500

16 x 4 rm 0.7 1.8 25 1034 704 19 21 0.64 500

19 x 4 re 0.7 1.8 25 1119 784 17 18 0.64 500

19 x 4 rm 0.7 1.8 26 1184 704 17 18 0.64 500

21 x 4 re 0.7 1.8 27 1220 784 17 18 0.64 500

21 x 4 rm 0.7 1.8 28 1296 704 17 18 0.64 500

24 x 4 re 0.7 1.8 29 1394 784 15 16 0.64 500

24 x 4 rm 0.7 1.8 31 1,680 704 15 16 0.64 500

30 x 4 re 0.7 1.9 31 1,690 784 15 16 0.64 500

30 x 4 rm 0.7 1.9 33 1,828 704 15 16 0.64 500

40 x 4 re 0.7 2.0 35 2,211 784 13 14 0.64 500

40 x 4 rm 0.7 2.0 37 2,345 704 13 14 0.64 500

52 x 4 re 0.7 2.1 39 2,815 784 13 14 0.64 500

52 x 4 rm 0.7 2.1 41 2,997 704 13 14 0.64 500

61 x 4 re 0.7 2.2 42 3,248 784 11 11 0.64 500

61 x 4 rm 0.7 2.2 45 3,511 704 11 11 0.64 500

15 www.kabelindo.co.id

Cu/XLPE/PVC 0.6/1 kV (N2XY)

SNI IEC 60502-1 : 2009
SPLN 43-6 : 1994
IEC 60502-1 : 2004

Conductor
Annealed plain copper round solid or round circular stranded 
according to SNI IEC 60228, SPLN 41-1

Extruded layer of Cross-Linked Polyethylene (XLPE)
complied with SNI IEC 60502 - 1 ; SPLN 41-9 

Inner Covering / 
Extruded Polyvinyl Chloride (PVC), Black colour

Outer Sheath
The Outer Sheath shall be a layer of Extruded Polyvinyl 
Chloride (PVC) grade ST2 to IEC 60502-1, grade YM/2 to 
SPLN 41-2. Black colour.

 :

Special Features on Request :
re Resist Retardant Ca Resistance 

   Zero Halogen

Note : [re] Round solid conductor
   [rm] Circular stranded conductor
 
Packing : [D] Drum

- Black, with White printed numberColour : 
- Black With Numbering + 1 Core Yellow Strip Green

Copper Conductor XLPE Insulated and PVC Sheathed non Armoured Control Cable

No. of cores and 
Nominal thickness Overall 

Diameter
Weight of 

cable
DC. Resistance

at 20 °C
Current Carrying
Capacity at 30 °C

Short circuit 
current of 

conductor at 
1.0 sec

Standard
Delivery length 

Outer sheath (approx) (approx) In AIR In GROUND

sq.mm mm mm mm Kg/Km A A kA m

7 x 6 re 0.7 1.8 19 697 667 32 35 0.93 500

7 x 6 rm 0.7 1.8 20 741 590 32 35 0.93 500

8 x 6 re 0.7 1.8 20 740 667 32 35 0.93 500

8 x 6 rm 0.7 1.8 22 780 590 32 35 0.93 500

10 x 6 re 0.7 1.8 23 906 667 27 30 0.93 500

10 x 6 rm 0.7 1.8 25 956 590 27 30 0.93 500

12 x 6 re 0.7 1.8 23 1,038 667 27 30 0.93 500

12 x 6 rm 0.7 1.8 26 1,094 590 27 30 0.93 500

14 x 6 re 0.7 1.8 25 1,177 667 25 26 0.93 500

14 x 6 rm 0.7 1.8 27 1,239 590 25 26 0.93 500

16 x 6 re 0.7 1.8 26 1,317 667 25 26 0.93 500

16 x 6 rm 0.7 1.8 28 1,393 590 25 26 0.93 500

19 x 6 re 0.7 1.8 28 1,524 667 22 23 0.93 500

19 x 6 rm 0.7 1.8 30 1,614 590 22 23 0.93 500

21 x 6 re 0.7 1.8 29 1,672 667 22 23 0.93 500

21 x 6 rm 0.7 1.8 32 1,807 590 22 23 0.93 500

24 x 6 re 0.7 1.8 33 1,954 667 19 21 0.93 500

24 x 6 rm 0.7 1.8 35 2,072 590 19 21 0.93 500

30 x 6 re 0.7 2.0 35 2,362 667 19 21 0.93 500

30 x 6 rm 0.7 2.0 37 2,500 590 19 21 0.93 500

40 x 6 re 0.7 2.1 39 3,064 667 17 17 0.93 500

40 x 6 rm 0.7 2.1 42 3,240 590 17 17 0.93 500

52 x 6 re 0.7 2.3 44 3,970 667 17 17 0.93 500

52 x 6 rm 0.7 2.3 48 4,200 590 17 17 0.93 500

61 x 6 re 0.7 2.4 47 4,590 667 15 15 0.93 500

61 x 6 rm 0.7 2.4 51 4,853 590 15 15 0.93 500
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Cu/XLPE/PVC 0.6/1 kV (N2XY)

SNI IEC 60502-1 : 2009
SPLN 43-6 : 1994
IEC 60502-1 : 2004

Conductor
Annealed plain copper round solid or round circular stranded 
according to SNI IEC 60228, SPLN 41-1

Extruded layer of Cross-Linked Polyethylene (XLPE)
complied with SNI IEC 60502 - 1 ; SPLN 41-9   

Inner Covering / 
Extruded Polyvinyl Chloride (PVC), Black colour

Outer Sheath
The Outer Sheath shall be a layer of Extruded Polyvinyl 
Chloride (PVC) grade ST2 to IEC 60502-1, grade YM/2 to 
SPLN 41-2. Black colour.

 :

Special Features on Request :
re Resist Retardant Ca Resistance 

   Zero Halogen

Note : [re] Round solid conductor
   [rm] Circular stranded conductor
 
Packing : [D] Drum

- Black, with White printed numberColour : 
- Black With Numbering + 1 Core Yellow Strip Green

Copper Conductor XLPE Insulated and PVC Sheathed non Armoured Control Cable

No. of cores and 
Nominal thickness Overall 

Diameter
Weight of 

cable
DC. Resistance

at 20 °C
Current Carrying
Capacity at 30 °C

Short circuit 
current of 

conductor at 
1.0 sec

Standard
Delivery length 

Outer sheath (approx) (approx) In AIR In GROUND

sq.mm mm mm mm Kg/Km A A kA m

7 x 4 re 0.7 1.8 17 531 784 25 27 0.64 500

7 x 4 rm 0.7 1.8 18 567 704 25 27 0.64 500

8 x 4re 0.7 1.8 19 562 784 25 27 0.64 500

8 x 4 rm 0.7 1.8 20 595 704 25 27 0.64 500

10 x 4 re 0.7 1.8 21 685 784 21 23 0.64 500

10 x 4 rm 0.7 1.8 22 726 704 21 23 0.64 500

12 x 4 re 0.7 1.8 22 777 784 21 23 0.64 500

12 x 4 rm 0.7 1.8 23 824 704 21 23 0.64 500

14 x 4 re 0.7 1.8 23 876 784 19 21 0.64 500

14 x 4 rm 0.7 1.8 24 928 704 19 21 0.64 500

16 x 4 re 0.7 1.8 24 976 784 19 21 0.64 500

16 x 4 rm 0.7 1.8 25 1034 704 19 21 0.64 500

19 x 4 re 0.7 1.8 25 1119 784 17 18 0.64 500

19 x 4 rm 0.7 1.8 26 1184 704 17 18 0.64 500

21 x 4 re 0.7 1.8 27 1220 784 17 18 0.64 500

21 x 4 rm 0.7 1.8 28 1296 704 17 18 0.64 500

24 x 4 re 0.7 1.8 29 1394 784 15 16 0.64 500

24 x 4 rm 0.7 1.8 31 1,680 704 15 16 0.64 500

30 x 4 re 0.7 1.9 31 1,690 784 15 16 0.64 500

30 x 4 rm 0.7 1.9 33 1,828 704 15 16 0.64 500

40 x 4 re 0.7 2.0 35 2,211 784 13 14 0.64 500

40 x 4 rm 0.7 2.0 37 2,345 704 13 14 0.64 500

52 x 4 re 0.7 2.1 39 2,815 784 13 14 0.64 500

52 x 4 rm 0.7 2.1 41 2,997 704 13 14 0.64 500

61 x 4 re 0.7 2.2 42 3,248 784 11 11 0.64 500

61 x 4 rm 0.7 2.2 45 3,511 704 11 11 0.64 500
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Cu/XLPE/PVC 0.6/1 kV (N2XY)

SNI IEC 60502-1 : 2009
SPLN 43-6 : 1994
IEC 60502-1 : 2004

Conductor
Annealed plain copper round solid or round circular stranded 
according to SNI IEC 60228, SPLN 41-1

Extruded layer of Cross-Linked Polyethylene (XLPE)
complied with SNI IEC 60502 - 1 ; SPLN 41-9 

Inner Covering / 
Extruded Polyvinyl Chloride (PVC), Black colour

Outer Sheath
The Outer Sheath shall be a layer of Extruded Polyvinyl 
Chloride (PVC) grade ST2 to IEC 60502-1, grade YM/2 to 
SPLN 41-2. Black colour.

 :

Special Features on Request :
re Resist Retardant Ca Resistance 

   Zero Halogen

Note : [re] Round solid conductor
   [rm] Circular stranded conductor
 
Packing : [D] Drum

- Black, with White printed numberColour : 
- Black With Numbering + 1 Core Yellow Strip Green

Copper Conductor XLPE Insulated and PVC Sheathed non Armoured Control Cable

No. of cores and 
Nominal thickness Overall 

Diameter
Weight of 

cable
DC. Resistance

at 20 °C
Current Carrying
Capacity at 30 °C

Short circuit 
current of 

conductor at 
1.0 sec

Standard
Delivery length 

Outer sheath (approx) (approx) In AIR In GROUND

sq.mm mm mm mm Kg/Km A A kA m

7 x 6 re 0.7 1.8 19 697 667 32 35 0.93 500

7 x 6 rm 0.7 1.8 20 741 590 32 35 0.93 500

8 x 6 re 0.7 1.8 20 740 667 32 35 0.93 500

8 x 6 rm 0.7 1.8 22 780 590 32 35 0.93 500

10 x 6 re 0.7 1.8 23 906 667 27 30 0.93 500

10 x 6 rm 0.7 1.8 25 956 590 27 30 0.93 500

12 x 6 re 0.7 1.8 23 1,038 667 27 30 0.93 500

12 x 6 rm 0.7 1.8 26 1,094 590 27 30 0.93 500

14 x 6 re 0.7 1.8 25 1,177 667 25 26 0.93 500

14 x 6 rm 0.7 1.8 27 1,239 590 25 26 0.93 500

16 x 6 re 0.7 1.8 26 1,317 667 25 26 0.93 500

16 x 6 rm 0.7 1.8 28 1,393 590 25 26 0.93 500

19 x 6 re 0.7 1.8 28 1,524 667 22 23 0.93 500

19 x 6 rm 0.7 1.8 30 1,614 590 22 23 0.93 500

21 x 6 re 0.7 1.8 29 1,672 667 22 23 0.93 500

21 x 6 rm 0.7 1.8 32 1,807 590 22 23 0.93 500

24 x 6 re 0.7 1.8 33 1,954 667 19 21 0.93 500

24 x 6 rm 0.7 1.8 35 2,072 590 19 21 0.93 500

30 x 6 re 0.7 2.0 35 2,362 667 19 21 0.93 500

30 x 6 rm 0.7 2.0 37 2,500 590 19 21 0.93 500

40 x 6 re 0.7 2.1 39 3,064 667 17 17 0.93 500

40 x 6 rm 0.7 2.1 42 3,240 590 17 17 0.93 500

52 x 6 re 0.7 2.3 44 3,970 667 17 17 0.93 500

52 x 6 rm 0.7 2.3 48 4,200 590 17 17 0.93 500

61 x 6 re 0.7 2.4 47 4,590 667 15 15 0.93 500

61 x 6 rm 0.7 2.4 51 4,853 590 15 15 0.93 500


